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STREETLIGHT PHOTOMETRIC TEST REPORT
Test:U:227.2V I:0.2270A P:49.90W PF:0.9670 Lamp Flux:30738.3x1 1lm
NAME: LED STREET LIGHT TYPE : LED WEIGHT:1KG
DIM.: 595*340*140MM SPEC. : 50W SERIAL No.:
MFR. : SUR. :140*140MM PROTECTION ANGLE:
DATA OF LAMP PHOTOMETRIC DATA Eff: 146.68 1lm/W
MODEL GS/RLS8-50W T4M Imax (cd) 2505 n street_up (%) 0.0
NOMINAL POWER (W) 50 LOR (%) 23.8 n street_down (%) 12.6
RATED VOLTAGE (V) 228 TOTAL FLUX(1lm) 7803 n house_up(%) 0.0
NOMINAL FLUX (1lm) 32770 MAXIMUM @ (C,y ) 90,49.0 n house_down (%) 11.2
LAMPS INSIDE 1 n up (%) 0.0 76 FLASHAREA (m2)
TEST VOLTAGE (V) 227.1 n down (%) 23.8 SLI
INTENSITY DISTRIBUTION DIAGRAM MAX INTENSITY CONE SURFACE
IN C PLANS DISTRIBUTION DIAGRAM
C180 HOUSE SIDE
-/+180
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AVERAGE BEAM ANGLE (50%):133.0 DEG

Zc0/180,155.3°
~C30/210,145.7F
30 __ c60/240,121.7°
€90/270,109.2°

Max @

y = 49.0DEG

STREET SIDE

C Range: 0 - 360DEG
C Interval: 15.0DEG
Test Speed: HIGH

Temperature:25.3DEG

Operators:

Test Date:2021-08-04

Note:

Range:

Interval:
fe

0 - 90DEG

1.0DEG

st System:EVERFINE GO-2000A V1 SYSTEM V2.0.265
Humidity:65.0%

Test Distance:12.000m

Remarks:

SLI:Specific Luminaire Index

[K=1.0000]
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STREETLIGHT ISOCANDELA DIAGRAM

Test:U:227.2V I:0.2270A P:49.90W PF:0.9670 Lamp Flux:30738.3x1 1lm

NAME: LED STREET LIGHT TYPE :LED WEIGHT:1KG
DIM.: 595*340*140MM SPEC. : 50W SERIAL No.:
MFR. : SUR. :140*140MM PROTECTION ANGLE:
160
Classification:
150
140 IES:Type IV - Very Short

CIE:Narrow - Short
130 IES:Full cut-off
CIE:Semi-cut-off
Max.At80:46.58cd/klm
Max.At90:0cd/k1lm
Max.80-90:46.58cd/k1lm
110 NRB 5101:Limited[2.3%]

ISOCANDELA DIAGRAM
100 UNIT cd
Imax=100% 2505
90
90 . 90% 2254
_ 80% 2004
80 ___ 70% 1753
y 60% 1503
70
_ 50% 1252
40% 1002
. 30% 751
. 20% 501
. 10% 250
5% 125
—\\
70 10
C Range: 0 - 360DEG Range: 0 - 90DEG
C Interval: 15.0DEG Interval: 1.0DEG
Test Speed: HIGH %est System:EVERFINE GO-2000A V1 SYSTEM V2.0.265
Temperature:25.3DEG Humidity:65.0%
Operators: Test Distance:12.000m [K=1.0000]

Test Date:2021-08-04 Remarks:
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COEFFICIENT OF UTILIZATION CURVE
AND ISOLUX DIAGRAM

Temperature:25.3DEG

Operators:

Test Date:2021-08-04

Humidity:65.0%

Test Distance:12.000m [K=1.

Remarks:

00001

CU (%) STREETLIGHT COEFFICIENT OF UTILIZATION CURVE
100
TILT ANGLE
90 —_ 0.0 (DEG)
— 5.0 (DEG)
80 _ 10.0 (DEG)
15.0 (DEG)
70 20.0 (DEG)
60
50
40
30
20
10 — -
I o -
0
2 1 0 1 2 3 4
HOUSE SIDE STREET SIDE RATIO OF DISTANCE TO MOUNTING HEIGHT
ROAD SURFACE ISOLUX DIAGRAM According to LB/T001-2008:
ILLUMINANCE AT MH=12 m,Enadir = 11.90 1lx U = Emin/Eavg = 0.467
@ TO CONVERT TO OTHER MH,MULTIPLY BY FACTOR IN THE TABLE. Eavg = 15.13 1x
I tE ‘ \ HEIGHT FACTOR
= - | 5 m 5.760
3 °F \
2 = ‘ 6 m 4.000
= |
T | 7 m 2.939
L / 8 m 2.250
A C
2L | 9 m 1.778
Bt L f
a = ] 10 m 1.440
(2] — /
e 3L 11 m 1.190
2 = /
% r . / 12 m 1.000
= \\\\\\\\\\\\\\\\\\\\\\\\\\\\\L\\\\\\\\\/\\\\\\\\\\\\\\\\\\
o 47 - - - - - - 13 m 0.852
RATIO OF DISTANCE TO MOUNTING HEIGHT 14 m 0.735
— 9.8 — 7.4 — 6.2 4.9 — 3.7 15 m 0.640
1.2 — 0.62 — 0.37 — 0.12 0.062
16 m 0.563
C Range: 0 - 360DEG Range: 0 - 90DEG
C Interval: 15.0DEG Interval: 1.0DEG
Test Speed: HIGH %est System:EVERFINE GO-2000A V1 SYSTEM V2.0.265
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ZONAL FLUX DIAGRAM

Test:U:227.2V I:0.2270A P:49.90W PF:0.9670 Lamp Flux:30738.3x1 1lm

NAME: LED STREET LIGHT

TYPE :LED

WEIGHT:1KG

DIM.: 595*340*140MM

SPEC. : 50W

SERIAL No.

P

MFR. : SUR. :140*140MM PROTECTION ANGLE:
¥ co c45 Cc90 Cc135 Cc180 Cc225 c270 C315 % ® zone ® total | %$lum, lam
10 1721 1824 1863 1812 1726 1602 1545 1582 0- 10 162.3 162.3 [2.08,0.50
20 1768 1940 2049 1926 1766 1549 1496 1532 10- 20 489.7 652.0 8.36,1.99
30 1811 2059 2252 2047 1816 1500 1413 1477 20- 30 820.5 1473 [18.9,4.49
40 1834 2140 2414 2138 1841 1424 1260 1386 30- 40 1131 2603 [(33.4,7.94
50 1830 2178 2500 2190 1842 1271 1083 1224 40- 50 1383 3986 51.1,12.2
60 1808 2175 2162 2188 1819 1021 €91.3 949.5 50- 60 1517 5503 [70.5,16.8
70 1788 1915 1041 1858 1848 625.5 90.46 441.6 60- 70 1386 6889 88.3,21
80 333.6 532.7 74.25 537.3 412.7 60.23 0 14.65 70- 80 836.5 7726 99,23.6
90 0 0 0 0 0 0 0 0 80- 90 77.59 7803  [100,23.8

100 90-100

110 100-110

120 110-120

130 120-130

140 130-140

150 140-150

160 150-160

170 160-170

180 170-180

DEG LUMINOUS INTENSITY:cd UNIT:lm
C Range: 0 - 360DEG Range: 0 - 90DEG
C Interval: 15.0DEG ODEG

Test Speed: HIGH

Temperature:25.3DEG

Operators:

Test Date:2021-08-04

Interval: 1.
fe

st System:EVERFINE GO-2000A V1 SYSTEM V2.0.265

Humidity:65.0%

Test Distance:12.000m

Remarks:

[K=1.0000]
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ISOCANDELA DIAGRAM

Test:U:227.2V I:0.2270A P:49.90W PF:0.9670 Lamp Flux:30738.3x1 1lm

NAME: LED STREET LIGHT TYPE : LED WEIGHT:1KG

DIM.: 595*340*140MM SPEC. : 50W SERIAL No.:

MFR. : SUR. :140*140MM PROTECTION ANGLE:
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C Range: 0 - 360DEG Range: 0 - 90DEG
C Interval: 15.0DEG Interval: 1.0DEG
Test Speed: HIGH %e

Temperature:25.3DEG Humidity:65.0%

st System:EVERFINE GO-2000A V1 SYSTEM V2.0.265

Operators:
Test Date:2021-08-04

Test Distance:12.000m [K=1.0000]
Remarks:
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Planar Illuminance Curve

Planar Illuminance Curve
E(1x) MH = 11.5 m
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Distance (m)

C Range: 0 - 360DEG Range: 0 - 90DEG

C Interval: 15.0DEG Interval: 1.0DEG

Test Speed: HIGH %est System:EVERFINE GO-2000A V1 SYSTEM V2.0.265
Temperature:25.3DEG Humidity:65.0%

Operators: Test Distance:12.000m [K=1.0000]

Test Date:2021-08-04 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

Test:U:227.2V I:0.2270A P:49.90W PF:0.9670 Lamp Flux:30738.3x1 1lm

NAME: LED STREET LIGHT TYPE : LED WEIGHT: 1KG

DIM.: 595%*340*140MM SPEC. : 50W SERIAL No.:

MFR. : SUR. :140*140MM PROTECTION ANGLE:

Table--1 UNIT: cd
C (DEG)

y (DEG 0 15 30 45 60 75 90 | 105 | 120 | 135 | 150 | 165 | 180 | 195 | 210 | 225 | 240 | 255 | 270

0 1723(1718|1712 1704|1698 | 1691 | 1688 | 1684 | 1684 | 1683|1685 1683|1723 |1718|1712 (1704|1698 | 1691|1688
5 1721 (1737|1751 1764|1777 |1779|1781 |1774 | 1764 | 1747|1727 |1706|1724 | 1695|1667 | 1642|1627 | 1612|1607
10 1721 |1755|1789 | 1824 (1849|1859 1863|1857 | 1842|1812 |1770|1725|1726 1679|1637 |1602|1567|1549|1545
15 1739|1784 |1837 (1879|1913 |1935|1950|1935|1903 1860|1814 1753|1742 |1681|1626|1571|1536 1523|1521
20 1768|1821 | 1875 (1940|2001 | 2038|2049 |2034|1990 1926|1854 1785|1766 |1694 | 1615|1549 (1515|1498 | 1496
25 1790 | 1853|1918 [ 2008 | 2074 | 2122 | 2137 | 2115 | 2065 | 1996 | 1900 | 1816 | 1790 | 1700 | 1601 | 1529 | 1493 | 1468 | 1463
30 1811|1889 | 1966 [ 2059|2141 | 2220 | 2252 | 2227 | 2145 | 2047 (1949 | 1848 | 1816 | 1702 | 1582 | 1500 | 1459 | 1428 | 1413
35 1828|1912 | 2000 [ 2107 | 2207 | 2304 | 2336 | 2314 | 2226 | 2097 | 1986 | 1880 | 1833 | 1698 | 1558 | 1469 | 1413 | 1367 | 1343
40 1834|1936 | 2046 [ 2140|2257 | 2377 | 2414 | 2388 | 2282 | 2138|2028 1910 | 1841 | 1686 | 1525 | 1424 | 1353 | 1288 | 1260
45 1833|1945 |2064 | 2170|2303 | 2454 | 2483 | 2455 | 2348|2172 | 2050 | 1928 | 1845 | 1668 | 1480 | 1360 | 1269 | 1197 | 1173
50 1830|1949 | 2073 (2178|2344 | 2478 | 2500 | 2487 | 2380 | 2190 | 2058 | 1931 | 1842 | 1639 | 1412 | 1271|1169 | 1084 | 1083
55 1825|1951 | 2082 | 2187 | 2317|2401 | 2416 | 2431 | 2354 | 2201 [ 2070 | 1933 | 1836 | 1595 | 1321 | 1164 | 1046 | 955 | 952
60 1808 | 1955|2107 [ 2175|2215 | 2193 | 2162 | 2221 | 2232 | 2188 (2084 [1936 | 1819 | 1532 | 1211 [1021 | 894 | 759 | 691
65 1806|1988 |2131 (2111|1963 |1798|1732|1819|1969 2095|2087 1948 | 1822|1457 |1065| 847 | 656 | 380 | 267
70 1788 | 2059 | 2142 (1915|1426 | 1169|1041 | 1201 | 1465 | 1858 (2052 1999 | 1848 | 1338 | 871 | 626 | 311 | 105 | 90.5
75 1481 (1990|2093 |1455| 718 | 390 | 210 | 368 | 748 | 1348|1934 |2070| 1653|1031 | 580 | 293 | 130 |37.3|37.9
80 334 | 584 |1356| 533 | 148 |74.9|74.2|81.0| 172 | 537 | 1526|1424 | 413 | 325 [39.7|60.2|16.7[1.22|0.00
85 0.01(3.21(19.7(16.1|11.5|16.6|18.4|22.5|21.7|40.4| 171 [93.7|0.00/0.00|0.00(0.00|0.00/0.00|0.00
90 0.00/0.00[{0.00/0.00/0.00|{0.00({0.00(0.00{0.00/0.00/0.00({0.00|{0.00{0.00|0.00/0.00|{0.00[{0.00|0.00
C Range: 0 - 360DEG Range: 0 - 90DEG
C Interval: 15.0DEG Interval: 1.0DEG
Test Speed: HIGH %est System:EVERFINE GO-2000A V1 SYSTEM V2.0.265
Temperature:25.3DEG Humidity:65.0%
Operators: Test Distance:12.000m [K=1.0000]

Test Date:2021-08-04 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

Test:U:227.2V I:0.2270A P:49.90W PF:0.9670 Lamp Flux:30738.3x1 1lm

NAME: LED STREET LIGHT

TYPE :LED

WEIGHT:1KG

DIM.: 595*340*140MM

SPEC. : 50W

SERIAL No.:

MFR. : SUR. :140*140MM PROTECTION ANGLE:
Table--2 UNIT: cd
C (DEG)
y (DEG 285 | 300 | 315 | 330 | 345
0 1684|1684 | 1683|1685 1683
5 1605|1612 | 1621 | 1640|1658
10 1545|1558 | 1582 | 1618 | 1651
15 1520|1529 | 1555|1603 | 1661
20 1493|1503 |1532|1589 | 1664
25 1462|1477 | 1508 | 1573 | 1666
30 1415|1439 | 1477|1547 | 1660
35 1351|1388 1438|1518 | 1649
40 1269|1321 | 1386|1475 |1632
45 1176|1232 | 1323 | 1425|1601
50 1067|1128 | 1224 1348|1560
55 937 | 998 | 1104 | 1245|1501
60 707 | 831 | 950 | 1120|1421
65 299 | 536 | 760 | 955 | 1314
70 84.9| 226 | 442 | 730 | 1137
75 33.4|66.4| 189 | 337 | 672
80 0.02|3.75/14.6|12.9|75.0
85 0.00/0.00/0.00/0.00|0.00
90 0.00/0.00{0.00|0.00|0.00
C Range: 0 - 360DEG Range: 0 - 90DEG
C Interval: 15.0DEG

Test Speed: HIGH
Temperature:25.3DEG
Operators:
Test Date:2021-08-04

% Interval: 1.0DEG
e

st System:EVERFINE GO-2000A V1 SYSTEM V2.0.265

Humidity:65.0%
Test Distance:12.000m
Remarks:

[K=1.0000]




