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STREETLIGHT PHOTOMETRIC TEST REPORT

Test:U:227.4V I:0.2260A P:49.80W PF:0.9670 Lamp Flux:30738.3x1 1lm

NAME: LED STREET LIGHT TYPE : LED WEIGHT: 1KG
DIM.: 595*340*140MM SPEC. : 50W SERIAL No.:
MFR. : SUR. :140*140MM PROTECTION ANGLE:

DATA OF LAMP PHOTOMETRIC DATA Eff: 148.81 1m/W
MODEL GS/RLS8-50W T2M Imax (cd) 2644 n street_up (%) 0.0
NOMINAL POWER (W) 50 LOR (%) 24.1 n street_down (%) 12.8
RATED VOLTAGE (V) 228 TOTAL FLUX (1lm) 7900 n house_up(%) 0.0
NOMINAL FLUX (1m) 32770 MAXIMUM @ (C,y ) 90,37.0 n house_down (%) 11.3
LAMPS INSIDE 1 n up (%) 0.0 76 FLASHAREA (m2)
TEST VOLTAGE (V) 227.3 n down (%) 24.1 SLI

INTENSITY DISTRIBUTION DIAGRAM
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C Range: 0 - 360DEG
C Interval: 15.0DEG
Test Speed: HIGH

Temperature:25.3DEG

Operators:

Test Date:2021-08-04

Note:

Range:

Interval:
fe

0 -

90DEG
1.0DEG

st System:EVERFINE GO-2000A V1 SYSTEM V2.0.265
Humidity:65.0%

Test Distance:12.000m

Remarks:

SLI:Specific Luminaire Index

[K=1.0000]
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STREETLIGHT ISOCANDELA DIAGRAM
Test:U:227.4V I:0.2260A P:49.80W PF:0.9670 Lamp Flux:30738.3x1 1lm
NAME: LED STREET LIGHT TYPE :LED WEIGHT:1KG
DIM.: 595*340*140MM SPEC. : 50W SERIAL No.:

MFR. :

SUR. :140*140MM

PROTECTION ANGLE:

140

130

100

Classification:

IES:Type IV - Very Short
CIE:Narrow - Short
IES:Full cut-off
CIE:Full cut-off
Max.At80:14.34cd/klm
Max.At90:0cd/klm
Max.80-90:14.34cd/k1lm
NRB 5101:Limited[0.3%]

ISOCANDELA DIAGRAM
UNIT cd
Imax=100% 2644
~ 90% 2380
-~ 80% 2115
__  70% 1851

60% 1586
____ 50% 1322
40% 1058
_  30% 793
. 20% 529
_ 10% 264
5% 132

C Range: 0 - 360DEG
C Interval: 15.0DEG
Test Speed: HIGH
Temperature:25.3DEG
Operators:

Test Date:2021-08-04

Range: 0 - 90DEG
Interval: 1.0DEG

%est System:EVERFINE GO-2000A V1 SYSTEM V2.0.265

Humidity:65.0%

Test Distance:12.000m [K=1.0000]

Remarks:
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COEFFICIENT OF UTILIZATION CURVE
AND ISOLUX DIAGRAM

C Interval: 15.0DEG
Test Speed: HIGH

% Interval: 1.0DEG
e

Temperature:25.3DEG Humidity:65.0%

Operators:

Test Distance:12.000m [K=1.

Test Date:2021-08-04 Remarks:

00001

CU (%) STREETLIGHT COEFFICIENT OF UTILIZATION CURVE
100
TILT ANGLE
90 — 0.0 (DEG)
— 5.0 (DEG)
80 _ 10.0 (DEG)
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70 - 20.0 (DEG)
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HOUSE SIDE STREET SIDE RATIO OF DISTANCE TO MOUNTING HEIGHT
ROAD SURFACE ISOLUX DIAGRAM According to LB/T001-2008:
ILLUMINANCE AT MH=12 m,Enadir = 14.27 1lx U = Emin/Eavg = 0.414
@4 TO CONVERT TO OTHER MH,MULTIPLY BY FACTOR IN THE TABLE. Eavg = 16.68 1x
I ! C ‘ / \ HEIGHT FACTOR
mo b \ J 5m 5.760
3 °F | |
Q - | 6 m 4.000
r | J 7 m 2.939
R \ |
2 - [ 8 m 2.250
2 r ;
2 9 m 1.778
= L
a = 10 m 1.440
2 C
o 3L 11 m 1.190
8 C
2 - 12 m 1.000
= ] ey Ny o | ] Ny |
o 47 - - - - - - 13 m 0.852
RATIO OF DISTANCE TO MOUNTING HEIGHT 14 m 0.735
— 12 — 8.9 7.4 5.9 — 4.4 15 m 0.640
1.5 — 0.74 0.44 — 0.15 0.074
16 m 0.563
C Range: 0 - 360DEG Range: 0 - 90DEG

st System:EVERFINE GO-2000A V1 SYSTEM V2.0.265




GONIOPHOTOMETERS SYSTEM TEST REPORT

EVERFINE_ iz

www @verfine.cn

Page 4 Of 8

ZONAL FLUX DIAGRAM

Test:U:227.4V I:0.2260A P:49.80W PF:0.9670 Lamp Flux:30738.3x1 1lm

P

NAME: LED STREET LIGHE TYPE :LED WEIGHT:1KG

DIM.: 595*340*140MM SPEC. : 50W SERIAL No.:

MFR. : SUR. :140*140MM PROTECTION ANGLE:
¥ co c45 Cc90 Cc135 Cc180 Cc225 c270 C315 % ® zone ® total | %$lum, lam
10 2051 2166 2225 2146 2062 1938 1883 1903 0- 10 194.6 194.6 [2.46,0.59
20 2011 2271 2423 2260 2026 1852 1762 1815 10- 20 579.7 774.3 |9.8,2.36
30 1957 2325 2585 2332 1976 1784 1673 1746 20- 30 948.1 1722 p1.8,5.26
40 1893 2340 2637 2368 1911 1669 1539 1625 30- 40 1271 2993 B37.9,9.13
50 1845 2307 2404 2319 1862 1502 1288 1444 40- 50 1504 4497 56.9,13.7
60 1833 2055 1633 2025 1846 1241 854.7 1144 50- 60 1565 6062 [76.7,18.5
70 2046 1191 225.2 1090 2059 543.4 64.72 394.7 60- 70 1264 7325 92.7,22.4
80 192.1 58.79 44.40 55.72 84.81 4.649 0 0.0340 70- 80 562.1 7887 99.8,24.1
90 0 0 0 0 0 0 0 0 80- 90 13.07 7900 [100,24.1

100 90-100

110 100-110

120 110-120

130 120-130

140 130-140

150 140-150

160 150-160

170 160-170

180 170-180

DEG LUMINOUS INTENSITY:cd UNIT:lm
C Range: 0 - 360DEG Range: 0 - 90DEG
C Interval: 15.0DEG ODEG

Test Speed: HIGH

Temperature:25.3DEG

Operators:

Test Date:2021-08-04

Interval: 1.
fe

st System:EVERFINE GO-2000A V1 SYSTEM V2.0.265

Humidity:65.0%

Test Distance:12.000m

Remarks:

[K=1.0000]
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ISOCANDELA DIAGRAM
Test:U:227.4V I:0.2260A P:49.80W PF:0.9670 Lamp Flux:30738.3x1 1lm
NAME: LED STREET LIGHT TYPE : LED WEIGHT: 1KG
DIM.: 595%340%140MM SPEC. : 50W SERIAL No. :
MFR. : SUR. :140%140MM PROTECTION ANGLE:
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Imax:2644 (HO0.0,V-37.0)
-80 (At:C=90.0,Gamma=37.0)

UNIT: cd

0
-90 -80 -70 -60 -50 -40 -30 -20 -10 0 10 20 30 40 50 60 70 80 90
HORIZONTAL (DEG)

C Range: 0 - 360DEG Range: 0 - 90DEG

C Interval: 15.0DEG Interval: 1.0DEG

Test Speed: HIGH %est System:EVERFINE GO-2000A V1 SYSTEM V2.0.265
Temperature:25.3DEG Humidity:65.0%

Operators: Test Distance:12.000m [K=1.0000]

Test Date:2021-08-04 Remarks:
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Planar Illuminance Curve

Planar Illuminance Curve
E(1x) MH = 11.5 m
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C Range: 0 - 360DEG Range: 0 - 90DEG

C Interval: 15.0DEG Interval: 1.0DEG

Test Speed: HIGH %est System:EVERFINE GO-2000A V1 SYSTEM V2.0.265
Temperature:25.3DEG Humidity:65.0%

Operators: Test Distance:12.000m [K=1.0000]

Test Date:2021-08-04 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

Test:U:227.4V I:0.2260A P:49.80W PF:0.9670 Lamp Flux:30738.3x1 1lm

NAME: LED STREET LIGHT TYPE : LED WEIGHT: 1KG

DIM.: 595%340*140MM SPEC. : 50W SERIAL No.:

MFR. : SUR. :140*140MM PROTECTION ANGLE:

Table--1 UNIT: cd
C (DEG)

y (DEG 0 15 30 45 60 75 90 | 105 | 120 | 135 | 150 | 165 | 180 | 195 | 210 | 225 | 240 | 255 | 270

0 2073|2061 | 2051 | 2043 | 2037 | 2032|2026 | 2021 | 2016 | 2012 | 2012 | 2014 | 2073 | 2061 | 2051 | 2043 | 2037 | 2032 | 2026
5 2065|2078 | 2093|2104 | 2113 |2119|2118|2108|2095|2077 | 2058 2037 | 2071 | 2039|2013 | 1988 | 1972|1960 | 1954
10 2051 | 2086 | 2128 | 2166 | 2202 | 2222 | 2225|2213 | 2183 | 2146 | 2103 | 2056 | 2062 2013 | 1971 | 1938 | 1912 | 1892 | 1883
15 2032|2094 | 2157 | 2225 | 2281 | 2313|2329 | 2310 | 2269 | 2211 | 2138 | 2068 | 2048 | 1982 | 1929 | 1886 | 1852 | 1825|1813
20 2011 | 2087|2177 | 2271 | 2352 | 2403 | 2423 | 2402 | 2344 | 2260 | 2165 | 2066 | 2026 | 1955 | 1901 | 1852 | 1808 | 1776 | 1762
25 1988 | 2069 | 2185 | 2305 | 2404 | 2476 | 2504 | 2474 | 2403 | 2304 | 2180 | 2058 | 2002 | 1933 | 1879 | 1818 | 1772 | 1742 | 1727
30 1957 | 2043 | 2181 | 2325|2454 | 2546 | 2585 | 2551 | 2459 | 2332 (2184 [ 2040 | 1976 | 1904 | 1849 (1784 | 1736 | 1690 | 1673
35 1925 | 2015|2162 [ 2338|2500 | 2603 | 2634 | 2613 | 2511 | 2353 (2175 [ 2013 | 1943 | 1876 | 1809 | 1734 | 1677 | 1629 | 1612
40 1893|1982 | 2142 2340|2525 |2620 | 2637 | 2619 | 2536 | 2368 | 2157 | 1985|1911 | 1843 | 1770 1669 | 1602 | 1549 | 1539
45 1863|1955 | 2128 | 2334 | 2504 | 2565 | 2571 | 2563 | 2514 | 2362 | 2149 (1959 | 1882 | 1816 | 1722 | 1594 | 1505 | 1465 | 1443
50 1845 (1933|2111 [ 2307 | 2415|2414 | 2404 | 2410|2412 | 2319|2135 |1940| 1862|1795 | 1671|1502 |1399 |1329|1288
55 1830|1908 | 2081 | 2226 (2230|2151 | 2107 | 2140 | 2202 | 2226 | 2102 {1917 | 1847 | 1788 | 1612 | 1394 | 1259 | 1159|1111
60 1833|1889 | 2028 [ 2055|1878 | 1707 | 1633|1689 | 1832 | 2025|2029 | 1892 | 1846 | 1800 | 1541 | 1241|1055 | 932 | 855
65 1878|1896 |1924 1730|1323 |1084| 963 | 1070 (1279|1659 (1889|1874 |1889|1835|1420| 985 | 708 | 426 | 275
70 2046|1927 1702|1191 | 624 | 341 | 225 | 312 | 579 (1090 | 1610 (1863|2059 |1845|1111 | 543 | 266 [99.6|64.7
75 1905|1884 (1210 | 426 | 132 |98.6|95.3|97.1| 121 | 360 (1047 |1749|1675|1174| 330 | 114 | 61.7|29.0|23.0
80 192 | 386 | 115 [58.8|48.9|45.0|44.4|44.5|44.9|55.7| 114 | 470 |84.8|28.9|12.6(4.65|2.81/0.01|0.00
85 4.64/11.2|9.31|10.6(6.70|7.24|6.46|6.53|3.44|6.46|5.95(8.34[0.00/0.00/0.00|0.00|{0.00|0.00|0.00
90 0.00/0.00[{0.00/0.00/0.00|{0.00({0.00(0.00{0.00/0.00/0.00({0.00|{0.00{0.00|0.00/0.00|{0.00({0.00|0.00
C Range: 0 - 360DEG Range: 0 - 90DEG
C Interval: 15.0DEG Interval: 1.0DEG
Test Speed: HIGH %est System:EVERFINE GO-2000A V1 SYSTEM V2.0.265
Temperature:25.3DEG Humidity:65.0%
Operators: Test Distance:12.000m [K=1.0000]

Test Date:2021-08-04 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

Test:U:227.4V I:0.2260A P:49.80W PF:0.9670 Lamp Flux:30738.3x1 1lm

NAME: LED STREET LIGHT TYPE : LED WEIGHT: 1KG
DIM.: 595%*340*140MM SPEC. : 50W SERIAL No.:
MFR. : SUR. :140*140MM PROTECTION ANGLE:
Table--2 UNIT: cd
C (DEG)
y (DEG 285 | 300 | 315 | 330 | 345

0 2021|2016 2012|2012 | 2014

5 1950 | 1952|1959 | 1968|1985

10 1883 1890|1903 1928|1957

15 1814|1828 |1853|1885|1926

20 1765|1782 | 1815|1856 | 1900

25 1731|1746 |1784|1834|1880

30 1676|1707 | 1746|1798 | 1851

35 1613|1646 |1693|1755|1818

40 1534|1567 | 1625|1711 | 1787

45 1447|1476 | 1539|1652 | 1754

50 1303|1358 | 1444|1588 |1736

55 1132 (1205|1321 [1511|1716

60 887 | 995 | 1144 1410|1713

65 349 | 588 | 873 | 1235|1716

70 73.8| 211 | 395 | 849 | 1628

75 21.7[40.2|74.9| 144 | 759

80 0.00(0.00|0.03[3.42|17.8

85 0.00/0.00/0.00/0.00|0.00

90 0.00/0.00/0.00/0.00|0.00

C Range: 0 - 360DEG Range: 0 - 90DEG

C Interval: 15.0DEG Interval: 1.0DEG

Test Speed: HIGH %est System:EVERFINE GO-2000A V1 SYSTEM V2.0.265
Temperature:25.3DEG Humidity:65.0%

Operators: Test Distance:12.000m [K=1.0000]

Test Date:2021-08-04 Remarks:



