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STREETLIGHT PHOTOMETRIC TEST REPORT

NAME: LED STREET LIGHT

DIM.: 595*340*140MM

MFR.:

TYPE:LED

SPEC.:75W

SUR.:140*190MM

WEIGHT:1KG

SERIAL No.:

PROTECTION ANGLE:

Test:U:227.3V I:0.3180A P:71.20W PF:0.9850  Lamp Flux:30738.3x1 lm
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C Range:  0 - 360DEG
C Interval: 15.0DEG

  Range:  0 -  90DEG
  Interval:  1.0DEG

Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.0.265
Temperature:25.3DEG Humidity:65.0%

Test Distance:12.000m [K=1.0000]Operators:
Test Date:2021-08-04 Remarks:

Note: SLI:Specific Luminaire Index
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STREETLIGHT ISOCANDELA DIAGRAM

NAME: LED STREET LIGHT

DIM.: 595*340*140MM

MFR.:

TYPE:LED

SPEC.:75W

SUR.:140*190MM

WEIGHT:1KG

SERIAL No.:

PROTECTION ANGLE:

Test:U:227.3V I:0.3180A P:71.20W PF:0.9850  Lamp Flux:30738.3x1 lm
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Classification:

IES:Type II - Very Short
CIE:Narrow - Short

CIE:Full cut-off
IES:Cut-off

Max.At80:13.09cd/klm
Max.At90:0.3865cd/klm
Max.80-90:13.09cd/klm
NRB 5101:Limited[2.3%]

ISOCANDELA DIAGRAM

UNIT cd

Imax=100%   4510

90%   4059

80%   3608

70%   3157

60%   2706

50%   2255

40%   1804

30%   1353

20%    902

10%    451

 5%    225

C Range:  0 - 360DEG
C Interval: 15.0DEG

  Range:  0 -  90DEG
  Interval:  1.0DEG

Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.0.265
Temperature:25.3DEG Humidity:65.0%

Test Distance:12.000m [K=1.0000]Operators:
Test Date:2021-08-04 Remarks:
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COEFFICIENT OF UTILIZATION CURVE
AND ISOLUX DIAGRAM
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ROAD SURFACE ISOLUX DIAGRAM
ILLUMINANCE AT MH=12 m,Enadir  = 31.06 lx

TO CONVERT TO OTHER MH,MULTIPLY BY FACTOR IN THE TABLE.

HEIGHT FACTOR

 5 m 5.760

 6 m 4.000

 7 m 2.939

 8 m 2.250

 9 m 1.778

10 m 1.440

11 m 1.190

12 m 1.000

13 m 0.852

14 m 0.735

15 m 0.640

16 m 0.563

According to LB/T001-2008:
U = Emin/Eavg = 0.336
Eavg = 30.58 lx

C Range:  0 - 360DEG
C Interval: 15.0DEG

  Range:  0 -  90DEG
  Interval:  1.0DEG

Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.0.265
Temperature:25.3DEG Humidity:65.0%

Test Distance:12.000m [K=1.0000]Operators:
Test Date:2021-08-04 Remarks:
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ZONAL FLUX DIAGRAM

NAME: LED STREET LIGHT

DIM.: 595*340*140MM

MFR.:

TYPE:LED

SPEC.:75W

SUR.:140*190MM

WEIGHT:1KG

SERIAL No.:

PROTECTION ANGLE:

Test:U:227.3V I:0.3180A P:71.20W PF:0.9850  Lamp Flux:30738.3x1 lm

  10   0- 10

  20  10- 20

  30  20- 30

  40  30- 40

  50  40- 50

  60  50- 60

  70  60- 70

  80  70- 80

  90  80- 90

 100  90-100

 110 100-110

 120 110-120

 130 120-130
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 150 140-150

 160 150-160

 170 160-170

 180 170-180

C0 C45 C90 C135 C180 C225 C270 C315   zone   total %lum,lamp

DEG LUMINOUS INTENSITY:cd UNIT:lm

4432 4399 4386 4358 4438 4352 4304 4271 418.8 418.8 3.36,1.28

4229 4226 4230 4205 4241 4132 4068 4036 1206 1625 13.1,4.96

3889 3917 3939 3922 3907 3780 3702 3670 1849 3474 27.9,10.6

3408 3468 3509 3498 3432 3289 3201 3165 2260 5734 46,17.5

2788 2880 2941 2932 2827 2652 2570 2517 2371 8105 65.1,24.7

2007 2136 2216 2218 2040 1871 1763 1729 2136 10241 82.2,31.3

925.4 1221 1294 1349 1013 959.0 788.9 810.0 1521 11762 94.5,35.9

202.5 266.1 401.2 351.4 213.8 142.1 103.1 84.89 617.9 12380 99.4,37.8

3.820 4.747 10.99 11.41 0 0 0 0 73.16 12453 100,38

C Range:  0 - 360DEG
C Interval: 15.0DEG

  Range:  0 -  90DEG
  Interval:  1.0DEG

Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.0.265
Temperature:25.3DEG Humidity:65.0%

Test Distance:12.000m [K=1.0000]Operators:
Test Date:2021-08-04 Remarks:
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ISOCANDELA DIAGRAM

NAME: LED STREET LIGHT

DIM.: 595*340*140MM

MFR.:

TYPE:LED

SPEC.:75W

SUR.:140*190MM

WEIGHT:1KG

SERIAL No.:

PROTECTION ANGLE:

Test:U:227.3V I:0.3180A P:71.20W PF:0.9850  Lamp Flux:30738.3x1 lm
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 (At:C=0.0,Gamma=0.0)

UNIT: cd

10% 451.0
20% 901.9
30% 1353
40% 1804
50% 2255
60% 2706
70% 3157
80% 3608
90% 4059

C Range:  0 - 360DEG
C Interval: 15.0DEG

  Range:  0 -  90DEG
  Interval:  1.0DEG

Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.0.265
Temperature:25.3DEG Humidity:65.0%

Test Distance:12.000m [K=1.0000]Operators:
Test Date:2021-08-04 Remarks:
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Planar Illuminance Curve

Planar Illuminance Curve
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C Range:  0 - 360DEG
C Interval: 15.0DEG

  Range:  0 -  90DEG
  Interval:  1.0DEG

Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.0.265
Temperature:25.3DEG Humidity:65.0%

Test Distance:12.000m [K=1.0000]Operators:
Test Date:2021-08-04 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

NAME: LED STREET LIGHT

DIM.: 595*340*140MM

MFR.:

TYPE:LED

SPEC.:75W

SUR.:140*190MM

WEIGHT:1KG

SERIAL No.:

PROTECTION ANGLE:

Test:U:227.3V I:0.3180A P:71.20W PF:0.9850  Lamp Flux:30738.3x1 lm

  (DEG)

C(DEG)
  Table--1 UNIT: cd

0

0 4510

5 4487

10 4432

15 4347

20 4229

25 4075

30 3889

35 3665

40 3408

45 3116

50 2788

55 2416

60 2007

65 1552

70 925

75 505

80 202

85 26.3

90 3.82

15

4483

4465

4416

4336

4224

4079

3898

3681

3428

3141

2835

2470

2061

1608

1012

542

222

31.4

3.66

30

4465

4453

4406

4330

4221

4080

3904

3692

3442

3158

2839

2476

2067

1626

1144

571

244

40.6

5.13

45

4449

4440

4399

4328

4226

4089

3917

3710

3468

3188

2880

2532

2136

1693

1221

692

266

51.9

4.75

60

4436

4432

4393

4326

4227

4093

3924

3719

3481

3207

2894

2540

2146

1715

1252

732

329

73.9

6.44

75

4425

4425

4392

4327

4232

4102

3938

3738

3504

3234

2931

2596

2206

1778

1291

778

375

95.0

7.35

90

4415

4418

4386

4323

4230

4101

3939

3741

3509

3242

2941

2601

2216

1790

1294

802

401

114

11.0

105

4401

4407

4376

4317

4226

4101

3942

3747

3520

3256

2958

2626

2241

1821

1346

829

429

122

11.7

120

4394

4400

4369

4309

4217

4092

3933

3739

3512

3247

2945

2603

2217

1795

1359

835

428

112

12.7

135

4384

4388

4358

4296

4205

4081

3922

3728

3498

3230

2932

2605

2218

1796

1349

873

351

106

11.4

150

4372

4373

4338

4276

4181

4054

3893

3694

3461

3191

2890

2549

2170

1753

1313

754

348

87.1

9.98

165

4362

4359

4322

4258

4161

4030

3866

3667

3434

3165

2872

2543

2160

1732

1257

653

339

79.1

10.2

180

4510

4490

4438

4357

4241

4092

3907

3688

3432

3140

2827

2456

2040

1593

1013

530

214

18.8

0.00

195

4483

4457

4402

4315

4194

4041

3855

3634

3374

3079

2749

2383

1969

1528

965

494

199

13.0

0.00

210

4465

4439

4379

4291

4167

4012

3821

3599

3337

3041

2722

2351

1931

1495

994

464

163

9.58

0.00

225

4449

4415

4352

4258

4132

3973

3780

3553

3289

2991

2652

2280

1871

1427

959

411

142

4.90

0.00

240

4436

4402

4335

4240

4111

3948

3754

3527

3262

2963

2635

2258

1841

1387

891

460

119

4.35

0.00

255

4425

4386

4317

4217

4084

3918

3721

3488

3222

2920

2582

2206

1786

1335

808

419

113

2.45

0.00

270

4415

4374

4304

4202

4068

3901

3702

3468

3201

2905

2570

2190

1763

1308

789

397

103

1.25

0.00

C Range:  0 - 360DEG
C Interval: 15.0DEG

  Range:  0 -  90DEG
  Interval:  1.0DEG

Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.0.265
Temperature:25.3DEG Humidity:65.0%

Test Distance:12.000m [K=1.0000]Operators:
Test Date:2021-08-04 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

NAME: LED STREET LIGHT

DIM.: 595*340*140MM

MFR.:

TYPE:LED

SPEC.:75W

SUR.:140*190MM

WEIGHT:1KG

SERIAL No.:

PROTECTION ANGLE:

Test:U:227.3V I:0.3180A P:71.20W PF:0.9850  Lamp Flux:30738.3x1 lm

  (DEG)

C(DEG)
  Table--2 UNIT: cd

285

0 4401

5 4358

10 4287

15 4184

20 4049

25 3880

30 3680

35 3445

40 3177

45 2872

50 2531

55 2153

60 1730

65 1282

70 765

75 376

80 98.2

85 3.25

90 0.34

300

4394

4352

4281

4179

4044

3876

3677

3443

3174

2876

2538

2157

1733

1283

765

373

79.8

3.27

0.53

315

4384

4341

4271

4170

4036

3870

3670

3436

3165

2858

2517

2143

1729

1281

810

311

84.9

1.17

0.00

330

4372

4334

4266

4168

4036

3873

3677

3446

3181

2891

2561

2179

1763

1320

753

352

82.5

2.12

0.00

345

4362

4325

4261

4164

4037

3877

3684

3459

3197

2904

2572

2198

1790

1329

717

376

97.8

5.04

0.00

C Range:  0 - 360DEG
C Interval: 15.0DEG

  Range:  0 -  90DEG
  Interval:  1.0DEG

Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.0.265
Temperature:25.3DEG Humidity:65.0%

Test Distance:12.000m [K=1.0000]Operators:
Test Date:2021-08-04 Remarks:


