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STREETLIGHT PHOTOMETRIC TEST REPORT

NAME: LED STREET LIGHT

DIM.: 595*340*140MM

MFR.:

TYPE:LED

SPEC.:75W

SUR.:140*190MM

WEIGHT:1KG

SERIAL No.:

PROTECTION ANGLE:

Test:U:227.5V I:0.3160A P:70.80W PF:0.9840  Lamp Flux:30738.3x1 lm
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NOMINAL POWER(W)

RATED VOLTAGE(V)

NOMINAL FLUX(lm)

LAMPS INSIDE

TEST VOLTAGE(V)

Imax(cd)

LOR(%)

TOTAL FLUX(lm)

MAXIMUM @(C,  )

  up(%)

  down(%)

  street_up(%)
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GS/RLS8-75W T2M
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C Range:  0 - 360DEG
C Interval: 15.0DEG

  Range:  0 -  90DEG
  Interval:  1.0DEG

Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.0.265
Temperature:25.3DEG Humidity:65.0%

Test Distance:12.000m [K=1.0000]Operators:
Test Date:2021-08-04 Remarks:

Note: SLI:Specific Luminaire Index
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STREETLIGHT ISOCANDELA DIAGRAM

NAME: LED STREET LIGHT

DIM.: 595*340*140MM

MFR.:

TYPE:LED

SPEC.:75W

SUR.:140*190MM

WEIGHT:1KG

SERIAL No.:

PROTECTION ANGLE:

Test:U:227.5V I:0.3160A P:70.80W PF:0.9840  Lamp Flux:30738.3x1 lm
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Classification:

IES:Type IV - Very Short
CIE:Narrow - Short

CIE:Semi-cut-off
IES:Cut-off

Max.At80:30.26cd/klm
Max.At90:0.4266cd/klm
Max.80-90:30.26cd/klm
NRB 5101:Limited[0.5%]

ISOCANDELA DIAGRAM

UNIT cd

Imax=100%   3868

90%   3481

80%   3094

70%   2707

60%   2321

50%   1934

40%   1547

30%   1160

20%    774

10%    387

 5%    193

C Range:  0 - 360DEG
C Interval: 15.0DEG

  Range:  0 -  90DEG
  Interval:  1.0DEG

Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.0.265
Temperature:25.3DEG Humidity:65.0%

Test Distance:12.000m [K=1.0000]Operators:
Test Date:2021-08-04 Remarks:
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COEFFICIENT OF UTILIZATION CURVE
AND ISOLUX DIAGRAM
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ROAD SURFACE ISOLUX DIAGRAM
ILLUMINANCE AT MH=12 m,Enadir  = 21.24 lx

TO CONVERT TO OTHER MH,MULTIPLY BY FACTOR IN THE TABLE.

HEIGHT FACTOR

 5 m 5.760

 6 m 4.000

 7 m 2.939

 8 m 2.250

 9 m 1.778

10 m 1.440

11 m 1.190

12 m 1.000

13 m 0.852

14 m 0.735

15 m 0.640

16 m 0.563

According to LB/T001-2008:
U = Emin/Eavg = 0.415
Eavg = 24.68 lx

C Range:  0 - 360DEG
C Interval: 15.0DEG

  Range:  0 -  90DEG
  Interval:  1.0DEG

Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.0.265
Temperature:25.3DEG Humidity:65.0%

Test Distance:12.000m [K=1.0000]Operators:
Test Date:2021-08-04 Remarks:
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ZONAL FLUX DIAGRAM

NAME: LED STREET LIGHT

DIM.: 595*340*140MM

MFR.:

TYPE:LED

SPEC.:75W

SUR.:140*190MM

WEIGHT:1KG

SERIAL No.:

PROTECTION ANGLE:

Test:U:227.5V I:0.3160A P:70.80W PF:0.9840  Lamp Flux:30738.3x1 lm

  10   0- 10

  20  10- 20

  30  20- 30

  40  30- 40

  50  40- 50

  60  50- 60

  70  60- 70

  80  70- 80

  90  80- 90

 100  90-100

 110 100-110

 120 110-120

 130 120-130

 140 130-140

 150 140-150

 160 150-160

 170 160-170

 180 170-180

C0 C45 C90 C135 C180 C225 C270 C315   zone   total %lum,lamp

DEG LUMINOUS INTENSITY:cd UNIT:lm

3040 3209 3293 3182 3078 2880 2805 2812 288.8 288.8 2.48,0.88

2960 3344 3563 3347 3025 2749 2616 2667 857.8 1147 9.85,3.5

2864 3421 3792 3448 2939 2650 2480 2566 1400 2546 21.9,7.77

2756 3436 3861 3486 2845 2488 2285 2378 1873 4419 38,13.5

2675 3363 3539 3423 2769 2249 1906 2111 2215 6634 57,20.2

2655 2983 2463 3039 2755 1869 1242 1661 2309 8943 76.8,27.3

2766 1660 333.3 1788 2911 899.8 131.7 587.0 1874 10817 92.9,33

195.6 105.7 92.39 140.4 362.0 49.64 20.94 30.57 783.1 11600 99.6,35.4

7.890 7.135 7.908 12.69 0 0 0 0 41.42 11641 100,35.5

C Range:  0 - 360DEG
C Interval: 15.0DEG

  Range:  0 -  90DEG
  Interval:  1.0DEG

Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.0.265
Temperature:25.3DEG Humidity:65.0%

Test Distance:12.000m [K=1.0000]Operators:
Test Date:2021-08-04 Remarks:
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ISOCANDELA DIAGRAM

NAME: LED STREET LIGHT

DIM.: 595*340*140MM

MFR.:

TYPE:LED

SPEC.:75W

SUR.:140*190MM

WEIGHT:1KG

SERIAL No.:

PROTECTION ANGLE:

Test:U:227.5V I:0.3160A P:70.80W PF:0.9840  Lamp Flux:30738.3x1 lm
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Imax:3868(H0.0,V-37.0)

 (At:C=90.0,Gamma=37.0)

UNIT: cd

10% 386.8
20% 773.6
30% 1160
40% 1547
50% 1934
60% 2321
70% 2707
80% 3094
90% 3481

C Range:  0 - 360DEG
C Interval: 15.0DEG

  Range:  0 -  90DEG
  Interval:  1.0DEG

Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.0.265
Temperature:25.3DEG Humidity:65.0%

Test Distance:12.000m [K=1.0000]Operators:
Test Date:2021-08-04 Remarks:
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Planar Illuminance Curve

Planar Illuminance Curve
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C Range:  0 - 360DEG
C Interval: 15.0DEG

  Range:  0 -  90DEG
  Interval:  1.0DEG

Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.0.265
Temperature:25.3DEG Humidity:65.0%

Test Distance:12.000m [K=1.0000]Operators:
Test Date:2021-08-04 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

NAME: LED STREET LIGHT

DIM.: 595*340*140MM

MFR.:

TYPE:LED

SPEC.:75W

SUR.:140*190MM

WEIGHT:1KG

SERIAL No.:

PROTECTION ANGLE:

Test:U:227.5V I:0.3160A P:70.80W PF:0.9840  Lamp Flux:30738.3x1 lm

  (DEG)

C(DEG)
  Table--1 UNIT: cd

0

0 3085

5 3071

10 3040

15 3000

20 2960

25 2917

30 2864

35 2809

40 2756

45 2710

50 2675

55 2650

60 2655

65 2696

70 2766

75 2099

80 196

85 31.0

90 7.89

15

3068

3090

3094

3088

3071

3041

2997

2945

2897

2862

2822

2787

2756

2736

2699

2113

415

36.6

7.11

30

3052

3108

3153

3185

3207

3217

3201

3169

3132

3106

3077

3032

2939

2746

2351

1322

140

36.4

8.10

45

3037

3124

3209

3284

3344

3394

3421

3435

3436

3415

3363

3240

2983

2491

1660

502

106

36.3

7.13

60

3023

3137

3257

3365

3460

3539

3604

3663

3698

3660

3527

3250

2739

1936

873

208

93.5

34.1

6.83

75

3008

3138

3281

3412

3532

3631

3729

3808

3827

3749

3538

3167

2540

1644

485

163

89.4

35.4

6.81

90

3004

3141

3293

3433

3563

3680

3792

3859

3861

3767

3539

3135

2463

1523

333

163

92.4

36.5

7.91

105

2995

3127

3273

3409

3534

3643

3747

3826

3846

3766

3556

3183

2570

1711

531

173

97.9

41.8

9.29

120

2991

3110

3237

3356

3460

3547

3625

3690

3732

3702

3568

3286

2792

2031

1016

251

110

46.4

11.0

135

2985

3082

3182

3271

3347

3406

3448

3472

3486

3475

3423

3298

3039

2565

1788

711

140

55.0

12.7

150

2981

3049

3116

3166

3206

3227

3231

3214

3189

3169

3146

3104

3006

2812

2433

1617

361

53.8

13.8

165

2983

3020

3050

3067

3066

3055

3029

2985

2943

2907

2895

2873

2840

2811

2765

2344

992

66.4

14.0

180

3085

3087

3078

3059

3025

2986

2939

2893

2845

2800

2769

2751

2755

2785

2911

2323

362

25.9

0.00

195

3068

3037

2996

2952

2908

2870

2830

2788

2742

2696

2664

2653

2664

2689

2615

1692

105

22.0

0.00

210

3052

2994

2935

2887

2839

2808

2765

2708

2649

2579

2500

2424

2311

2127

1669

537

66.3

12.5

0.00

225

3037

2958

2880

2804

2749

2702

2650

2582

2488

2378

2249

2088

1869

1493

900

216

49.6

5.55

0.00

240

3023

2929

2857

2766

2694

2642

2590

2505

2393

2257

2104

1894

1596

1116

470

140

43.4

2.85

0.00

255

3008

2903

2803

2700

2623

2572

2497

2406

2290

2173

1966

1714

1371

743

181

77.1

24.4

0.00

0.00

270

3004

2901

2805

2695

2616

2563

2480

2387

2285

2140

1906

1643

1242

486

132

66.4

20.9

0.00

0.00

C Range:  0 - 360DEG
C Interval: 15.0DEG

  Range:  0 -  90DEG
  Interval:  1.0DEG

Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.0.265
Temperature:25.3DEG Humidity:65.0%

Test Distance:12.000m [K=1.0000]Operators:
Test Date:2021-08-04 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

NAME: LED STREET LIGHE

DIM.: 595*340*140MM

MFR.:

TYPE:LED

SPEC.:75W

SUR.:140*190MM

WEIGHT:1KG

SERIAL No.:

PROTECTION ANGLE:

Test:U:227.5V I:0.3160A P:70.80W PF:0.9840  Lamp Flux:30738.3x1 lm

  (DEG)

C(DEG)
  Table--2 UNIT: cd

285

0 2995

5 2891

10 2785

15 2677

20 2600

25 2549

30 2470

35 2373

40 2265

45 2133

50 1914

55 1660

60 1277

65 585

70 136

75 67.5

80 21.7

85 0.00

90 0.00

300

2991

2900

2812

2711

2640

2589

2530

2433

2317

2185

2011

1780

1455

905

338

97.0

31.0

0.10

0.00

315

2985

2902

2812

2728

2667

2619

2566

2481

2378

2250

2111

1927

1661

1236

587

117

30.6

0.53

0.00

330

2981

2915

2854

2781

2733

2694

2643

2580

2509

2424

2332

2213

2050

1767

1044

210

36.1

0.00

0.00

345

2983

2936

2883

2823

2783

2747

2706

2655

2605

2559

2524

2493

2480

2454

2022

830

58.5

7.61

2.67

C Range:  0 - 360DEG
C Interval: 15.0DEG

  Range:  0 -  90DEG
  Interval:  1.0DEG

Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.0.265
Temperature:25.3DEG Humidity:65.0%

Test Distance:12.000m [K=1.0000]Operators:
Test Date:2021-08-04 Remarks:


