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STREETLIGHT PHOTOMETRIC TEST REPORT

NAME: LED STREET LIGHT

DIM.: 595*340*140MM

MFR.:

TYPE:LED

SPEC.:75W

SUR.:140*190MM

WEIGHT:1KG

SERIAL No.:

PROTECTION ANGLE:

Test:U:227.5V I:0.3150A P:70.70W PF:0.9850  Lamp Flux:30738.3x1 lm
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INTENSITY DISTRIBUTION DIAGRAM
IN C PLANS
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NOMINAL POWER(W)

RATED VOLTAGE(V)

NOMINAL FLUX(lm)

LAMPS INSIDE

TEST VOLTAGE(V)

Imax(cd)

LOR(%)

TOTAL FLUX(lm)

MAXIMUM @(C,  )

  up(%)

  down(%)

  street_up(%)

  street_down(%)

  house_up(%)

  house_down(%)

76 FLASHAREA(m2)

SLI

GS/RLS8-75W T4M

72

228

32770

1

227.5

3655

35.3

11556

90,47.0

0.0

35.3

0.0

18.6

0.0
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C Range:  0 - 360DEG
C Interval: 15.0DEG

  Range:  0 -  90DEG
  Interval:  1.0DEG

Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.0.265
Temperature:25.3DEG Humidity:65.0%

Test Distance:12.000m [K=1.0000]Operators:
Test Date:2021-08-04 Remarks:

Note: SLI:Specific Luminaire Index
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STREETLIGHT ISOCANDELA DIAGRAM

NAME: LED STREET LIGHT

DIM.: 595*340*140MM

MFR.:

TYPE:LED

SPEC.:75W

SUR.:140*190MM

WEIGHT:1KG

SERIAL No.:

PROTECTION ANGLE:

Test:U:227.5V I:0.3150A P:70.70W PF:0.9850  Lamp Flux:30738.3x1 lm
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Classification:

IES:Type IV - Very Short
CIE:Narrow - Short

CIE:Semi-cut-off
IES:Cut-off

Max.At80:58.76cd/klm
Max.At90:0.4048cd/klm
Max.80-90:58.76cd/klm
NRB 5101:Limited[2.3%]

ISOCANDELA DIAGRAM

UNIT cd

Imax=100%   3655

90%   3290

80%   2924

70%   2559

60%   2193

50%   1828

40%   1462

30%   1097

20%    731

10%    366

 5%    183

C Range:  0 - 360DEG
C Interval: 15.0DEG

  Range:  0 -  90DEG
  Interval:  1.0DEG

Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.0.265
Temperature:25.3DEG Humidity:65.0%

Test Distance:12.000m [K=1.0000]Operators:
Test Date:2021-08-04 Remarks:
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COEFFICIENT OF UTILIZATION CURVE
AND ISOLUX DIAGRAM
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ROAD SURFACE ISOLUX DIAGRAM
ILLUMINANCE AT MH=12 m,Enadir  = 17.75 lx

TO CONVERT TO OTHER MH,MULTIPLY BY FACTOR IN THE TABLE.

HEIGHT FACTOR

 5 m 5.760

 6 m 4.000

 7 m 2.939

 8 m 2.250

 9 m 1.778

10 m 1.440

11 m 1.190

12 m 1.000

13 m 0.852

14 m 0.735

15 m 0.640

16 m 0.563

According to LB/T001-2008:
U = Emin/Eavg = 0.466
Eavg = 22.45 lx

C Range:  0 - 360DEG
C Interval: 15.0DEG

  Range:  0 -  90DEG
  Interval:  1.0DEG

Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.0.265
Temperature:25.3DEG Humidity:65.0%

Test Distance:12.000m [K=1.0000]Operators:
Test Date:2021-08-04 Remarks:
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ZONAL FLUX DIAGRAM

NAME: LED STREET LIGHT

DIM.: 595*340*140MM

MFR.:

TYPE:LED

SPEC.:75W

SUR.:140*190MM

WEIGHT:1KG

SERIAL No.:

PROTECTION ANGLE:

Test:U:227.5V I:0.3150A P:70.70W PF:0.9850  Lamp Flux:30738.3x1 lm

  10   0- 10

  20  10- 20

  30  20- 30

  40  30- 40

  50  40- 50

  60  50- 60

  70  60- 70

  80  70- 80

  90  80- 90

 100  90-100

 110 100-110

 120 110-120

 130 120-130

 140 130-140

 150 140-150

 160 150-160

 170 160-170

 180 170-180

C0 C45 C90 C135 C180 C225 C270 C315   zone   total %lum,lamp

DEG LUMINOUS INTENSITY:cd UNIT:lm

2576 2681 2753 2654 2614 2401 2307 2331 240.6 240.6 2.08,0.73

2634 2859 3030 2851 2701 2344 2242 2275 728.6 969.2 8.39,2.96

2690 3033 3303 3044 2770 2279 2135 2208 1223 2192 19,6.69

2732 3131 3572 3160 2811 2163 1943 2078 1684 3876 33.5,11.8

2765 3202 3634 3232 2833 1948 1619 1841 2059 5935 51.4,18.1

2764 3260 3100 3253 2869 1563 958.4 1444 2266 8202 71,25

2615 2819 1417 2734 2803 902.7 161.9 748.3 2073 10275 88.9,31.4

591.9 628.0 144.9 678.0 358.1 97.48 32.03 81.22 1167 11442 99,34.9

10.86 7.389 6.562 13.26 0 0 0 7.226 114.3 11556 100,35.3

C Range:  0 - 360DEG
C Interval: 15.0DEG

  Range:  0 -  90DEG
  Interval:  1.0DEG

Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.0.265
Temperature:25.3DEG Humidity:65.0%

Test Distance:12.000m [K=1.0000]Operators:
Test Date:2021-08-04 Remarks:
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ISOCANDELA DIAGRAM

NAME: LED STREET LIGHT

DIM.: 595*340*140MM

MFR.:

TYPE:LED

SPEC.:75W

SUR.:140*190MM

WEIGHT:1KG

SERIAL No.:

PROTECTION ANGLE:

Test:U:227.5V I:0.3150A P:70.70W PF:0.9850  Lamp Flux:30738.3x1 lm
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Imax:3655(H0.0,V-47.0)

 (At:C=90.0,Gamma=47.0)

UNIT: cd

10% 365.5
20% 731.1
30% 1097
40% 1462
50% 1828
60% 2193
70% 2559
80% 2924
90% 3290

C Range:  0 - 360DEG
C Interval: 15.0DEG

  Range:  0 -  90DEG
  Interval:  1.0DEG

Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.0.265
Temperature:25.3DEG Humidity:65.0%

Test Distance:12.000m [K=1.0000]Operators:
Test Date:2021-08-04 Remarks:
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Planar Illuminance Curve

Planar Illuminance Curve
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C Range:  0 - 360DEG
C Interval: 15.0DEG

  Range:  0 -  90DEG
  Interval:  1.0DEG

Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.0.265
Temperature:25.3DEG Humidity:65.0%

Test Distance:12.000m [K=1.0000]Operators:
Test Date:2021-08-04 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

NAME: LED STREET LIGHT

DIM.: 595*340*140MM

MFR.:

TYPE:LED

SPEC.:75W

SUR.:140*190MM

WEIGHT:1KG

SERIAL No.:

PROTECTION ANGLE:

Test:U:227.5V I:0.3150A P:70.70W PF:0.9850  Lamp Flux:30738.3x1 lm

  (DEG)

C(DEG)
  Table--1 UNIT: cd

0

0 2593

5 2582

10 2576

15 2595

20 2634

25 2666

30 2690

35 2711

40 2732

45 2752

50 2765

55 2768

60 2764

65 2751

70 2615

75 1916

80 592

85 44.8

90 10.9

15

2557

2581

2594

2630

2675

2725

2763

2793

2822

2854

2882

2915

2955

3017

3081

2639

949

53.3

8.72

30

2556

2612

2654

2718

2773

2828

2890

2916

2955

2999

3043

3093

3156

3226

3227

2899

1796

91.1

5.78

45

2521

2606

2681

2765

2859

2961

3033

3088

3131

3165

3202

3243

3260

3151

2819

2034

628

60.6

7.39

60

2522

2629

2727

2825

2952

3062

3167

3260

3318

3395

3442

3437

3273

2837

2023

946

250

53.6

7.22

75

2499

2620

2734

2855

3009

3126

3263

3382

3475

3556

3584

3485

3181

2595

1643

500

134

58.8

7.61

90

2502

2631

2753

2883

3030

3155

3303

3439

3572

3644

3634

3470

3100

2464

1417

295

145

58.1

6.56

105

2475

2602

2721

2842

2997

3120

3260

3387

3489

3572

3597

3480

3168

2581

1648

480

139

62.0

5.95

120

2488

2605

2713

2817

2946

3062

3177

3283

3347

3425

3471

3451

3260

2812

2012

980

280

64.6

11.9

135

2471

2569

2654

2748

2851

2960

3044

3107

3160

3197

3232

3263

3253

3106

2734

1915

678

78.8

13.3

150

2484

2559

2617

2693

2763

2830

2898

2946

2988

3027

3066

3108

3162

3205

3161

2898

1925

159

13.3

165

2463

2507

2546

2596

2653

2710

2763

2805

2838

2865

2886

2919

2968

3048

3155

2936

1494

73.4

10.7

180

2593

2600

2614

2650

2701

2741

2770

2796

2811

2820

2833

2850

2869

2884

2803

1920

358

20.6

0.00

195

2557

2535

2532

2557

2577

2586

2586

2582

2566

2539

2509

2460

2380

2235

1950

1212

305

19.2

1.33

210

2556

2509

2487

2481

2470

2447

2423

2390

2342

2273

2183

2059

1881

1634

1294

688

74.7

14.1

2.74

225

2521

2449

2401

2369

2344

2313

2279

2230

2163

2072

1948

1778

1563

1285

903

413

97.5

5.42

0.00

240

2522

2431

2358

2322

2294

2263

2223

2164

2080

1964

1806

1608

1358

957

518

214

50.1

1.55

0.00

255

2499

2396

2314

2281

2249

2212

2165

2086

1985

1848

1677

1468

1123

610

190

102

39.6

3.75

0.00

270

2502

2392

2307

2277

2242

2200

2135

2052

1943

1795

1619

1411

958

421

162

88.9

32.0

0.46

0.00

C Range:  0 - 360DEG
C Interval: 15.0DEG

  Range:  0 -  90DEG
  Interval:  1.0DEG

Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.0.265
Temperature:25.3DEG Humidity:65.0%

Test Distance:12.000m [K=1.0000]Operators:
Test Date:2021-08-04 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

NAME: LED STREET LIGHT

DIM.: 595*340*140MM

MFR.:

TYPE:LED

SPEC.:75W

SUR.:140*190MM

WEIGHT:1KG

SERIAL No.:

PROTECTION ANGLE:

Test:U:227.5V I:0.3150A P:70.70W PF:0.9850  Lamp Flux:30738.3x1 lm

  (DEG)

C(DEG)
  Table--2 UNIT: cd

285

0 2475

5 2368

10 2285

15 2255

20 2223

25 2180

30 2127

35 2044

40 1936

45 1792

50 1620

55 1412

60 1023

65 506

70 167

75 93.1

80 34.4

85 3.29

90 1.53

300

2488

2390

2312

2279

2249

2213

2168

2098

2005

1879

1712

1512

1241

824

397

135

40.3

0.94

0.00

315

2471

2392

2331

2300

2275

2246

2208

2152

2078

1978

1841

1666

1444

1163

748

310

81.2

10.6

7.23

330

2484

2428

2393

2373

2356

2334

2305

2265

2213

2144

2041

1894

1697

1443

1086

525

68.3

14.7

9.70

345

2463

2434

2424

2431

2439

2438

2434

2422

2406

2380

2330

2250

2126

1946

1567

932

135

12.9

2.76

C Range:  0 - 360DEG
C Interval: 15.0DEG

  Range:  0 -  90DEG
  Interval:  1.0DEG

Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.0.265
Temperature:25.3DEG Humidity:65.0%

Test Distance:12.000m [K=1.0000]Operators:
Test Date:2021-08-04 Remarks:


