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STREETLIGHT PHOTOMETRIC TEST REPORT

Test:U:227.7V I:0.6610A P:148.4W PF:0.9860 Lamp Flux:30738.3x1 1lm

NAME: LED STREET LIGHT TYPE : LED WEIGHT:2KG
DIM.: 595*340*140MM SPEC. :150W SERIAL No.:
MFR. : SUR. :190%240MM PROTECTION ANGLE:
DATA OF LAMP PHOTOMETRIC DATA Eff: 154.76 1lm/W
MODEL GS/RLS8-150W T4M | Imax(cd) 7743 n street_up (%) 0.0
NOMINAL POWER (W) 150 LOR (%) 74.7 n street_down (%) 40.0
RATED VOLTAGE (V) 228 TOTAL FLUX (1lm) 24484 n house_up(%) 0.0
NOMINAL FLUX (1m) 32770 MAXIMUM @ (C,y ) 90,47.0 n house_down (%) 34.7
LAMPS INSIDE 1 n up (%) 0.0 76 FLASHAREA (m2)
TEST VOLTAGE (V) 227.8 n down (%) 74.7 SLI
INTENSITY DISTRIBUTION DIAGRAM MAX INTENSITY CONE SURFACE
IN C PLANS DISTRIBUTION DIAGRAM
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C Range: 0 - 360DEG
C Interval: 15.0DEG
Test Speed: HIGH

Temperature:25.3DEG

Operators:

Test Date:2021-08-04

Note:

Range:

Interval:
fe

0 - 90DEG

1.0DEG

st System:EVERFINE GO-2000A V1 SYSTEM V2.0.265
Humidity:65.0%

Test Distance:12.000m

Remarks:

SLI:Specific Luminaire Index

[K=1.0000]
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STREETLIGHT ISOCANDELA DIAGRAM
Test:U:227.7V I:0.6610A P:148.4W PF:0.9860 Lamp Flux:30738.3x1 1lm
NAME: LED STREET LIGHT TYPE : LED WEIGHT:2KG
DIM.: 595*340*140MM SPEC. :150W SERIAL No.:
MFR. : SUR. :190%240MM PROTECTION ANGLE:
160 Classification:
150
140 IES:Type IV - Very Short
CIE:Average - Short
130 IES:Semi cut-off
CIE:Non-cut-off
120 Max.At80:122.5cd/klm
Max.At90:1.860cd/klm
Max.80-90:122.5cd/k1lm
110 NRB 5101:Limited[5.3%]
ISOCANDELA DIAGRAM
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C Range: 0 - 360DEG Range: 0 - 90DEG
C Interval: 15.0DEG Interval: 1.0DEG
Test Speed: HIGH X‘est System:EVERFINE GO-2000A V1 SYSTEM V2.0.265
Temperature:25.3DEG Humidity:65.0%
Operators: Test Distance:12.000m [K=1.0000]

Test Date:2021-08-04

Remarks:
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COEFFICIENT OF UTILIZATION CURVE
AND ISOLUX DIAGRAM

CU (%) STREETLIGHT COEFFICIENT OF UTILIZATION CURVE
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HOUSE SIDE STREET SIDE RATIO OF DISTANCE TO MOUNTING HEIGHT
ROAD SURFACE ISOLUX DIAGRAM According to LB/T001-2008:
ILLUMINANCE AT MH=12 m,Enadir = 37.44 1lx U = Emin/Eavg = 0.467
@ TO CONVERT TO OTHER MH,MULTIPLY BY FACTOR IN THE TABLE. Favg = 47.25 1x
o otE \ /5 — \ \ HEIGHT FACTOR
m L \ | 5 m 5.760
2 0L | \
S - 3 } 6 m 4.000
— i
T \ | 7 m 2.939
IS \ / 8 m 2.250
a = \
2L f 9 m 1.778
5] C !
a = 10 m 1.440
w0 I~ /
e 3L / 11 m 1.190
5| -
B E N 12 m 1.000
= \\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\»'/\\\\\\\\\\\\\\\\\\\
n 4-7 -6 -5 -4 -3 -2 -1 0 1 2 3 4 5 6 7 13 m 0.852
RATIO OF DISTANCE TO MOUNTING HEIGHT 14 m 0.735
— 30 — 23 — 19 15 — 11 15 m 0.640
3.8 — 1.9 — 1.1 — 0.38 0.19
16 m 0.563
C Range: 0 - 360DEG Range: 0 - 90DEG
C Interval: 15.0DEG Interval: 1.0DEG
Test Speed: HIGH %est System:EVERFINE GO-2000A V1 SYSTEM V2.0.265
Temperature:25.3DEG Humidity:65.0%
Operators: Test Distance:12.000m [K=1.0000]

Test Date:2021-08-04 Remarks:
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ZONAL FLUX DIAGRAM

Test:U:227.7V I:0.6610A P:148.4W PF:0.9860 Lamp Flux:30738.3x1 1lm

NAME: LED STREET LIGHT

TYPE :LED

WEIGHT: 2KG

DIM.: 595*340*140MM

SPEC. : 150W

SERIAL No.

P

MFR. : SUR. :190*240MM PROTECTION ANGLE:
¥ co c45 Cc90 Cc135 Cc180 Cc225 c270 C315 % ® zone ® total | %$lum, lam
10 5484 5700 5755 5521 5460 5037 4823 4923 0- 10 505.0 505.0 [2.06,1.54
20 5642 6117 6396 5907 5588 4895 4683 4820 10- 20 1531 2036 8.31,6.21
30 5789 6496 6962 6318 5709 4748 4455 4680 20- 30 2572 4607 [18.8,14.1
40 5886 6702 7567 6544 5773 4507 4053 4424 30- 40 3544 8151 33.3,24.9
50 5949 6882 7678 6734 5821 4066 3384 3923 40- 50 4338 12489 | 51,38.1
60 5985 6978 6487 6807 5871 3287 2084 3082 50- 60 4783 17272 [70.5,52.7
70 5703 5972 2971 5686 5694 1978 430.8 1661 60- 70 4392 21664 [88.5,66.1
80 1253 1560 372.0 1390 853.9 295.6 108.6 206.8 70- 80 2531 24195 [98.8,73.8
90 60.95 51.98 51.76 59.30 36.73 38.90 34.19 43.77 80- 90 | 289.5 24484 |100,74.7

100 90-100

110 100-110

120 110-120

130 120-130

140 130-140

150 140-150

160 150-160

170 160-170

180 170-180

DEG LUMINOUS INTENSITY:cd UNIT:lm
C Range: 0 - 360DEG Range: 0 - 90DEG
C Interval: 15.0DEG ODEG

Test Speed: HIGH

Temperature:25.3DEG

Operators:

Test Date:2021-08-04

Interval: 1.
fe

st System:EVERFINE GO-2000A V1 SYSTEM V2.0.265

Humidity:65.0%

Test Distance:12.000m

Remarks:

[K=1.0000]
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ISOCANDELA DIAGRAM
Test:U:227.7V I:0.6610A P:148.4W PF:0.9860 Lamp Flux:30738.3x1 1lm
NAME: LED STREET LIGHT TYPE : LED WEIGHT :2KG
DIM.: 595*340*140MM SPEC. : 150W SERIAL No.:
MFR. : SUR. :190*240MM PROTECTION ANGLE:
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C Range: 0 - 360DEG
C Interval: 15.0DEG
Test Speed: HIGH
Temperature:25.3DEG
Operators:

Test Date:2021-08-04

Range: 0 -
Interval:
fe

Humidity:65.0%

Remarks:

90DEG
1.0DEG
st System:EVERFINE GO-2000A V1 SYSTEM V2.0.265

Test Distance:12.000m

[K=1.0000]
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Planar Illuminance Curve

Planar Illuminance Curve
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C Range: 0 - 360DEG Range: 0 - 90DEG

C Interval: 15.0DEG Interval: 1.0DEG

Test Speed: HIGH %est System:EVERFINE GO-2000A V1 SYSTEM V2.0.265
Temperature:25.3DEG Humidity:65.0%

Operators: Test Distance:12.000m [K=1.0000]

Test Date:2021-08-04 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

Test:U:227.7V I:0.6610A P:148.4W PF:0.9860 Lamp Flux:30738.3x1 1lm

NAME: LED STREET LIGHT TYPE : LED WEIGHT : 2KG

DIM.: 595%340*140MM SPEC. :150W SERIAL No.:

MFR. : SUR. :190*240MM PROTECTION ANGLE:

Table--1 UNIT: cd
C (DEG)

y (DEG 0 15 30 45 60 75 90 | 105 | 120 | 135 | 150 | 165 | 180 | 195 | 210 | 225 | 240 | 255 | 270

0 5453 | 5413|5376 | 5332 | 5294 | 5255 | 5236 | 5203 | 5185 | 5167 | 5156 | 5151 | 5453 | 5413 | 5376 | 5332 | 5294 | 5255 | 5236
5 5458 | 5483 | 5505 | 5518 | 5521 | 5512 | 5502 | 5460 | 5414 | 5354 | 5291 | 5221 | 5451 | 5344 | 5246 | 5156 | 5085 | 5030 | 5007
10 5484 | 5554 | 5631 | 5700 | 5744 | 5757 | 5755 | 5707 | 5633 | 5521 | 5404 | 5293 | 5460 | 5308 | 5171 | 5037 | 4921 | 4846 | 4823
15 5547 | 5653 | 5780 | 5902 | 5987 | 6044 | 6057 | 5977 | 5847 | 5705 | 5539 | 5379 | 5502 | 5330 | 5145 | 4957 | 4835 | 4771 | 4757
20 5642 | 5760 | 5912 | 6117 | 6289 | 6369 | 6396 | 6307 | 6144 | 5907 | 5669 | 5476 | 5588 | 5365 | 5115 | 4895 | 4767 | 4699 | 4683
25 5725 | 5874 | 6051 | 6336 | 6530 | 6638 | 6668 | 6579 | 6394 | 6131 | 5797 | 5580 | 5659 | 5378 | 5067 | 4824 | 4696 | 4616 | 4593
30 5789 | 5967 | 6190 | 6496 | 6740 | 6910 | 6962 | 6853 | 6625 | 6318 | 5940 | 5672 | 5709 | 5373 | 5008 | 4748 | 4611 | 4521 | 4455
35 5843 | 6050 | 6304 | 6619 | 6914 | 7179 | 7271 | 7136 | 6836 | 6443 | 6057 | 5745 | 5746 | 5353 | 4935 | 4647 | 4493 | 4352 | 4278
40 5886 | 6123 | 6402 | 6702 | 7055 | 7393 | 7567 | 7370 | 6989 | 6544 | 6145 | 5812 | 5773 | 5321 | 4834 | 4507 | 4316 | 4133 | 4053
45 5921 | 6188 | 6504 | 6787 | 7221 | 7562 | 7729 | 7539 | 7161 | 6639 | 6231 | 5865 | 5796 | 5269 | 4696 | 4320 | 4075 | 3849 | 3743
50 5949 | 6252 | 6604 | 6882 | 7316 | 7597 | 7678 | 7575 | 7276 | 6734 | 6322 | 5918 | 5821 | 5198 | 4514 | 4066 | 3754 | 3496 | 3384
55 5973 | 6334 | 6729 | 6960 | 7281 | 7359 | 7307 | 7357 | 7251 | 6808 | 6428 | 5988 | 5846 | 5088 | 4261 | 3726 | 3350 | 3072 | 2972
60 5985 | 6442 | 6883 | 6978 | 6903 | 6668 | 6487 | 6697 | 6876 | 6807 | 6551 | 6079 | 5871 | 4940 | 3906 | 3287 | 2867 | 2399 | 2084
65 5970 | 6607 | 7021 | 6713 | 5938 | 5360 | 5127 | 5413 | 5942 | 6525 | 6640 | 6219 | 5908 | 4657 | 3397 | 2728 | 2101 | 1361 | 971
70 5703 | 6729 | 6992 | 5972 | 4201 | 3403 | 2971 | 3452 | 4218 | 5686 | 6513 | 6432 | 5694 | 4017 | 2709 | 1978 | 1233 | 537 | 431
75 4301|5710 | 6277 | 4366|2147 | 1185 | 727 | 1103|2137 | 3891|5843 | 6003 | 4174 | 2769|1607 1028 | 534 | 248 | 232
80 1253|1863 | 4008 1560 | 595 | 354 | 372 | 367 | 630 | 1390|4014 |3370| 854 | 726 | 259 | 296 | 159 | 122 | 109
85 141 | 157 | 225 | 181 | 165 | 170 | 172 | 182 | 183 | 230 | 377 | 282 | 91.480.5|67.3|60.2|52.745.1|41.7
90 61.0/56.6(53.1/52.0(51.2|51.3|51.8(54.5(57.1(59.3|60.3/59.6|36.7|39.5|41.6(38.9(36.4(34.0/|34.2
C Range: 0 - 360DEG Range: 0 - 90DEG
C Interval: 15.0DEG Interval: 1.0DEG
Test Speed: HIGH %est System:EVERFINE GO-2000A V1 SYSTEM V2.0.265
Temperature:25.3DEG Humidity:65.0%
Operators: Test Distance:12.000m [K=1.0000]

Test Date:2021-08-04 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

Test:U:227.7V I:0.6610A P:148.4W PF:0.9860 Lamp Flux:30738.3x1 1lm

NAME: LED STREET LIGHT TYPE : LED WEIGHT : 2KG
DIM.: 595%340*140MM SPEC. :150W SERIAL No.:
MFR. : SUR. :190*240MM PROTECTION ANGLE:
Table--2 UNIT: cd
C (DEG)
y (DEG 285 | 300 | 315 | 330 | 345
0 5203 | 5185|5167 | 5156 | 5151
5 4988 | 4998|5022 | 5065|5118
10 4823 | 4857|4923 5023|5131
15 4756 | 4793 | 4869 | 5000 | 5167
20 4689|4736 | 4820 | 4975|5195
25 4600 | 4660 | 4760 | 4937 | 5207
30 4485|4568 | 4680 | 4883 | 5213
35 4308|4424 | 4570 | 4803|5196
40 4080 | 4230 | 4424 | 4693 | 5152
45 3780|3970 | 4215 | 4544 | 5081
50 3423 | 3628|3923 | 4327|4985
55 2996 | 3215 | 3546 | 4028 | 4831
60 2202 | 2674 | 3082 | 3622 | 4594
65 1157|1817 | 2494 | 3089 | 4200
70 450 | 1002|1661 (2389|3460
75 234 | 357 | 780 | 1262|2206
80 112 | 133 | 207 | 183 | 334
85 42.6|48.2|55.4(63.8|76.4
90 35.4(38.9(43.8(48.8|47.9
C Range: 0 - 360DEG Range: 0 - 90DEG
C Interval: 15.0DEG Interval: 1.0DEG
Test Speed: HIGH %est System:EVERFINE GO-2000A V1 SYSTEM V2.0.265
Temperature:25.3DEG Humidity:65.0%
Operators: Test Distance:12.000m [K=1.0000]

Test Date:2021-08-04 Remarks:



