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STREETLIGHT PHOTOMETRIC TEST REPORT

Test:U:227.9V I:0.6610A P:148.7W PF:0.9860 Lamp Flux:30738.3x1 1lm

NAME: LED STREET LIGHT TYPE : LED WEIGHT : 2KG
DIM.: 595*340*140MM SPEC. : 150W SERIAL No.:
MFR. : SUR. :190%240MM PROTECTION ANGLE:
DATA OF LAMP PHOTOMETRIC DATA Eff: 157.43 1m/W
MODEL GS/RLS8-150W T3M | Imax(cd) 7346 n street_up (%) 0.0
NOMINAL POWER (W) 150 LOR (%) 76.2 n street_down (%) 41.5
RATED VOLTAGE (V) 228 TOTAL FLUX (1lm) 24957 n house_up(%) 0.0
NOMINAL FLUX (1m) 32770 MAXIMUM @ (C,y ) 90,52.0 n house_down (%) 34.6
LAMPS INSIDE 1 n up (%) 0.0 76 FLASHAREA (m2)
TEST VOLTAGE (V) 227.8 n down (%) 76.2 SLI
INTENSITY DISTRIBUTION DIAGRAM MAX INTENSITY CONE SURFACE
IN C PLANS DISTRIBUTION DIAGRAM
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C Range: 0 - 360DEG
C Interval: 15.0DEG
Test Speed: HIGH

Temperature:25.3DEG

Operators:

Test Date:2021-08-04

Note:

Range:

Interval:
fe

0 - 90DEG

1.0DEG

st System:EVERFINE GO-2000A V1 SYSTEM V2.0.265
Humidity:65.0%

Test Distance:12.000m

Remarks:

SLI:Specific Luminaire Index

[K=1.0000]
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STREETLIGHT ISOCANDELA DIAGRAM
Test:U:227.9V I:0.6610A P:148.7W PF:0.9860 Lamp Flux:30738.3x1 1lm
NAME: LED STREET LIGHT TYPE :LED WEIGHT : 2KG
DIM.: 595*340*140MM SPEC. : 150W SERIAL No.:

MFR. :

SUR. :190*240MM

PROTECTION ANGLE:

140

130

100

Y

Classification:

IES:Type IV - Very Short
CIE:Narrow - Short
IES:Cut-off
CIE:Semi-cut-off
Max.At80:42.64cd/klm
Max.At90:2.316cd/klm
Max.80-90:42.64cd/klm
NRB 5101:Limited[2.1%]

ISOCANDELA DIAGRAM
UNIT cd
Imax=100% 7346
~ 90% 6612
. 80% 5877
__  70% 5142

60% 4408
____ 50% 3673
40% 2939
_  30% 2204
. 20% 1469
_ 10% 735
5% 367

C Range: 0 - 360DEG
C Interval: 15.0DEG
Test Speed: HIGH
Temperature:25.3DEG
Operators:

Test Date:2021-08-04

Range: 0 - 90DEG
Interval: 1.0DEG

%est System:EVERFINE GO-2000A V1 SYSTEM V2.0.265

Humidity:65.0%

Test Distance:12.000m [K=1.0000]

Remarks:
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COEFFICIENT OF UTILIZATION CURVE
AND ISOLUX DIAGRAM

HOUSE SIDE

CU (%) STREETLIGHT COEFFICIENT OF UTILIZATION CURVE
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STREET SIDE

RATIO OF

DISTANCE TO MOUNTING HEIGHT

ROAD SURFACE ISOLUX DIAGRAM

According to LB/T001-2008:

ILLUMINANCE AT MH=12 m,Enadir = 45.00 1lx U = Emin/Eavg = 0.474
@ TO CONVERT TO OTHER MH,MULTIPLY BY FACTOR IN THE TABLE. Eavg = 51.64 1x
I tE \ \ HEIGHT FACTOR
= - | | 5 m 5.760
5 0L ( |
2 - | ‘ 6 m 4.000
r \ ‘ 7 m 2.939
% 1L \ |
< = ! / 8 m 2.250
2k |
2L 9 m 1.778
el =
a = 10 m 1.440
o C
e 3L 11 m 1.190
8 C
% r N P 12 m 1.000
= L1l L1l I - I - L1l - IR I I S T T =, I | LA 1| - I - | -, | -
o 47 - - - - - - 13 m 0.852
RATIO OF DISTANCE TO MOUNTING HEIGHT 14 m 0.735
— 36 — 27 — 23 18 — 14 15 m 0.640
4.5 — 2.3 — 1.4 — 0.45 0.23
16 m 0.563
C Range: 0 - 360DEG Range: 0 - 90DEG
C Interval: 15.0DEG 1.0DEG

Test Speed: HIGH
Temperature:25.3DEG
Operators:

Test Date:2021-08-04

Interval:
fe

st System:EVERFINE GO-2000A V1 SYSTEM V2.0.265

Humidity:65

Test Distance:12.000m

Remarks:

.0%

[K=1.0000]
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ZONAL FLUX DIAGRAM

Test:U:227.9V I:0.6610A P:148.7W PF:0.9860 Lamp Flux:30738.3x1 1lm

NAME: LED STREET LIGHT TYPE : LED WEIGHT : 2KG

DIM.: 595%*340*140MM SPEC. : 150W SERIAL No.:

MFR. : SUR. :190*240MM PROTECTION ANGLE:
¥ co c45 Cc90 Cc135 Cc180 Cc225 c270 C315 % ® zone ® total | %$lum,lamp
10 6497 6630 6645 6435 6426 6128 5961 6023 0- 10 | 605.8 605.8 [2.43,1.85
20 6359 6669 6839 6490 6248 5836 5557 5764 10- 20 1773 2379 9.53,7.26
30 6188 6526 6970 6351 6007 5598 5327 5545 20- 30 2833 5212 p0.9,15.9
40 5968 6356 7169 6200 5740 5268 4944 5252 30- 40 3743 8955 [35.9,27.3
50 5766 6293 7339 6159 5524 4797 4200 4808 40- 50 4445 13400 [53.7,40.9
60 5759 6246 7178 6142 5542 3976 2208 3894 50- 60 4847 18247 [13.1,55.7
70 6238 5849 3526 5559 5774 1380 353.7 1404 60- 70 4530 22777 [91.3,69.5
80 472.2 450.4 301.7 318.6 183.0 130.2 111.3 163.4 70- 80 2034 24811 [99.4,75.7
90 75.89 71.30 67.10 64.83 49.90 52.41 48.61 55.24 80- 90 | 145.2 24957 |100,76.2

100 90-100

110 100-110

120 110-120

130 120-130

140 130-140

150 140-150

160 150-160

170 160-170

180 170-180

DEG LUMINOUS INTENSITY:cd UNIT:1m
C Range: 0 - 360DEG Range: 0 - 90DEG
C Interval: 15.0DEG Interval: 1.0DEG
Test Speed: HIGH %est System:EVERFINE GO-2000A V1 SYSTEM V2.0.265
Temperature:25.3DEG Humidity:65.0%
Operators: Test Distance:12.000m [K=1.0000]

Test Date:2021-08-04 Remarks:
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ISOCANDELA DIAGRAM
Test:U:227.9V I:0.6610A P:148.7W PF:0.9860 Lamp Flux:30738.3x1 1lm
NAME: LED STREET LIGHT TYPE : LED WEIGHT:2KG
DIM.: 595*340*140MM SPEC. : 150W SERIAL No.:
MFR. : SUR. :190*240MM PROTECTION ANGLE:
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C Range: 0 - 360DEG
C Interval: 15.0DEG
Test Speed: HIGH
Temperature:25.3DEG
Operators:

Test Date:2021-08-04

Range: 0 - 90DEG
Interval: 1.0DEG
%est System:EVERFINE GO-2000A V1 SYSTEM V2.0.265

Humidity:65.0%
Test Distance:12.000m
Remarks:

[K=1.0000]
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Planar Illuminance Curve

Planar Illuminance Curve
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C Range: 0 - 360DEG Range: 0 - 90DEG

C Interval: 15.0DEG Interval: 1.0DEG

Test Speed: HIGH %est System:EVERFINE GO-2000A V1 SYSTEM V2.0.265
Temperature:25.3DEG Humidity:65.0%

Operators: Test Distance:12.000m [K=1.0000]

Test Date:2021-08-04 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

Test:U:227.9V I:0.6610A P:148.7W PF:0.9860 Lamp Flux:30738.3x1 1lm

NAME: LED STREET LIGHT TYPE : LED WEIGHT : 2KG

DIM.: 595%340*140MM SPEC. :150W SERIAL No.:

MFR. : SUR. :190*240MM PROTECTION ANGLE:

Table--1 UNIT: cd
C (DEG)

y (DEG 0 15 30 45 60 75 90 | 105 | 120 | 135 | 150 | 165 | 180 | 195 | 210 | 225 | 240 | 255 | 270

0 6537 | 6499 | 6466 | 6432 | 6404 | 6372 | 6347 | 6322 | 6302 | 6286 | 6277 | 6269 | 6537 | 6499 | 6466 | 6432 | 6404 | 6372 | 6347
5 6533 | 6539 | 6544 | 6544 | 6539 | 6519 | 6497 | 6463 | 6423 | 6379 | 6331 | 6283 | 6502 | 6420 | 6355 | 6289 | 6238 | 6192 | 6167
10 6497 | 6538 | 6583 | 6630 | 6666 | 6669 | 6645 | 6597 | 6526 | 6435 | 6346 | 6254 | 6426 | 6310 | 6219 | 6128 | 6060 | 5992 | 5961
15 6430 | 6512 | 6595 | 6674 | 6743 | 6783 | 6764 | 6700 | 6598 | 6479 | 6356 | 6219 | 6344 | 6208 | 6085 | 5965 | 5866 | 5770 | 5734
20 6359 | 6457 | 6566 | 6669 | 6752 | 6839 | 6839 | 6744 | 6620 | 6490 | 6327 | 6160 | 6248 | 6108 | 5991 | 5836 | 5707 | 5596 | 5557
25 6275 | 6362 | 6477 | 6610 | 6742 | 6876 | 6912 | 6792 | 6618 | 6437 | 6246 | 6070 | 6130 | 6015 | 5899 | 5725 | 5573 | 5459 | 5419
30 6188 | 6238 | 6359 | 6526 | 6740 | 6927 | 6970 | 6857 | 6616 | 6351 | 6120 | 5943 | 6007 | 5923 | 5791 | 5598 | 5441 | 5345 | 5327
35 6077 | 6108 | 6202 | 6440 | 6743 | 7018 | 7064 | 6963 | 6634 | 6265 | 5962 | 5799 | 5873 | 5807 | 5665 | 5445 | 5313 | 5242 | 5208
40 5968 | 5979 | 6057 | 6356 | 6771 | 7114 | 7169 | 7082 | 6678 | 6200 | 5813 | 5645 | 5740 | 5690 | 5528 | 5268 | 5144 | 5020 | 4944
45 5855 | 5851 | 5946 | 6300 | 6817 | 7194 | 7283 | 7174 | 6747 | 6159 | 5696 | 5506 | 5609 | 5583 | 5379 | 5057 | 4895 | 4701 | 4596
50 5766 | 5737 | 5870 | 6293 | 6856 | 7219 | 7339 | 7212 | 6811 | 6159 | 5625 | 5391 | 5524 | 5499 | 5219 | 4797 | 4556 | 4306 | 4200
55 5722 | 5679 | 5840 | 6277 | 6847 | 7174 | 7317 | 7192 | 6813 | 6146 | 5603 | 5330 | 5486 | 5459 | 5028 | 4477 | 4114 | 3722 | 3541
60 5759 | 5694 | 5828 | 6246 | 6801 | 7052 | 7178 | 7091 | 6760 | 6142 | 5594 | 5333 | 5542 | 5490 | 4783 | 3976 | 3279 | 2583 | 2208
65 5929|5791 | 5854 | 6172 | 6507 | 6607 | 6591 | 6579 | 6416 | 6059 | 5616 | 5416 | 5771 | 5568 | 4300 | 3047 | 2054 | 1212 | 799
70 6238 | 6014 | 5828 | 5849 | 5355 | 4411 | 3526 | 4046 | 4968 | 5559 | 5559 | 5594 | 5774 | 4784 | 2707 | 1380 | 856 | 403 | 354
75 5051 | 5492 | 5104 | 4201|1996 | 564 | 470 | 475 | 1194|3134 (4283 |4720|2577 |1176| 347 | 280 | 279 | 255 | 216
80 472 | 1175|1397 | 450 | 332 | 313 | 302 | 297 | 304 | 319 | 429 | 472 | 183 | 161 | 137 | 130 | 139 | 139 | 111
85 155 | 165 | 184 | 177 | 178 | 158 | 143 | 149 | 156 | 149 | 147 | 129 |71.5|66.2|62.8|59.8|60.460.1|54.8
90 75.9|74.5|72.8(71.3|70.2|69.2|67.1|67.1|66.3/64.8(64.0|67.0/49.9|51.9|53.4(52.4(50.5|48.6/48.6
C Range: 0 - 360DEG Range: 0 - 90DEG
C Interval: 15.0DEG Interval: 1.0DEG
Test Speed: HIGH %est System:EVERFINE GO-2000A V1 SYSTEM V2.0.265
Temperature:25.3DEG Humidity:65.0%
Operators: Test Distance:12.000m [K=1.0000]

Test Date:2021-08-04 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

Test:U:227.9V I:0.6610A P:148.7W PF:0.9860 Lamp Flux:30738.3x1 1lm

NAME: LED STREET LIGHT

TYPE :LED

WEIGHT: 2KG

DIM.: 595*340*140MM

SPEC. :150W

SERIAL No.:

MFR. : SUR. :190*240MM PROTECTION ANGLE:
Table--2 UNIT: cd
C (DEG)
y (DEG 285 | 300 | 315 | 330 | 345
0 6322 | 6302 | 6286 | 6277 | 6269
5 6151 | 6154 | 6163 | 6193 | 6218
10 5953|5984 | 6023 | 6081 | 6140
15 5738|5798 | 5878 | 5971 | 6059
20 5573|5651 | 5764|5895 | 6011
25 5440 | 5531 | 5666 | 5829 | 5950
30 5341 | 5415 | 5545|5733 | 5882
35 5231 | 5307 | 5412 | 5614 | 5782
40 4999 | 5144 | 5252 | 5479 | 5684
45 4679|4888 | 5060 | 5334 | 5585
50 4289 | 4551 | 4808 | 5159 | 5510
55 3680 | 4077 | 4455 | 4934 | 5436
60 2448 | 3173|3894 | 4627 | 5389
65 1067|1921 | 2908 | 4062 | 5328
70 393 | 820 | 1404|2711 | 4674
75 245 | 302 | 343 | 504 | 1854
80 137 | 153 | 163 | 168 | 205
85 62.8|67.5/73.2|81.3|96.0
920 49.9|52.5|55.2|57.0|56.9
C Range: 0 - 360DEG Range: 0 - 90DEG
C Interval: 15.0DEG

Test Speed: HIGH
Temperature:25.3DEG
Operators:
Test Date:2021-08-04

% Interval: 1.0DEG
e

st System:EVERFINE GO-2000A V1 SYSTEM V2.0.265

Humidity:65.0%
Test Distance:12.000m
Remarks:

[K=1.0000]




