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STREETLIGHT PHOTOMETRIC TEST REPORT

NAME: LED STREET LIGHT

DIM.: 595*340*140MM

MFR.:

TYPE:LED

SPEC.:150W

SUR.:190*240MM

WEIGHT:2KG

SERIAL No.:

PROTECTION ANGLE:

Test:U:227.7V I:0.6570A P:147.6W PF:0.9860  Lamp Flux:30738.3x1 lm
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IN C PLANS
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TOTAL FLUX(lm)
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C Range:  0 - 360DEG
C Interval: 15.0DEG

  Range:  0 -  90DEG
  Interval:  1.0DEG

Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.0.265
Temperature:25.3DEG Humidity:65.0%

Test Distance:12.000m [K=1.0000]Operators:
Test Date:2021-08-04 Remarks:

Note: SLI:Specific Luminaire Index
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STREETLIGHT ISOCANDELA DIAGRAM

NAME: LED STREET LIGHT

DIM.: 595*340*140MM

MFR.:

TYPE:LED

SPEC.:150W

SUR.:190*240MM

WEIGHT:2KG

SERIAL No.:

PROTECTION ANGLE:

Test:U:227.7V I:0.6570A P:147.6W PF:0.9860  Lamp Flux:30738.3x1 lm
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Classification:

IES:Type IV - Very Short
CIE:Narrow - Short

CIE:Semi-cut-off
IES:Cut-off

Max.At80:78.14cd/klm
Max.At90:2.240cd/klm
Max.80-90:78.14cd/klm
NRB 5101:Limited[1.2%]

ISOCANDELA DIAGRAM

UNIT cd

Imax=100%   8159

90%   7343

80%   6527

70%   5711

60%   4895

50%   4080

40%   3264

30%   2448

20%   1632

10%    816

 5%    408

C Range:  0 - 360DEG
C Interval: 15.0DEG

  Range:  0 -  90DEG
  Interval:  1.0DEG

Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.0.265
Temperature:25.3DEG Humidity:65.0%

Test Distance:12.000m [K=1.0000]Operators:
Test Date:2021-08-04 Remarks:
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COEFFICIENT OF UTILIZATION CURVE
AND ISOLUX DIAGRAM
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ROAD SURFACE ISOLUX DIAGRAM
ILLUMINANCE AT MH=12 m,Enadir  = 44.85 lx

TO CONVERT TO OTHER MH,MULTIPLY BY FACTOR IN THE TABLE.

HEIGHT FACTOR

 5 m 5.760

 6 m 4.000

 7 m 2.939

 8 m 2.250

 9 m 1.778

10 m 1.440

11 m 1.190

12 m 1.000

13 m 0.852

14 m 0.735

15 m 0.640

16 m 0.563

According to LB/T001-2008:
U = Emin/Eavg = 0.410
Eavg = 51.89 lx

C Range:  0 - 360DEG
C Interval: 15.0DEG

  Range:  0 -  90DEG
  Interval:  1.0DEG

Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.0.265
Temperature:25.3DEG Humidity:65.0%

Test Distance:12.000m [K=1.0000]Operators:
Test Date:2021-08-04 Remarks:
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ZONAL FLUX DIAGRAM

NAME: LED STREET LIGHT

DIM.: 595*340*140MM

MFR.:

TYPE:LED

SPEC.:150W

SUR.:190*240MM

WEIGHT:2KG

SERIAL No.:

PROTECTION ANGLE:

Test:U:227.7V I:0.6570A P:147.6W PF:0.9860  Lamp Flux:30738.3x1 lm

  10   0- 10

  20  10- 20

  30  20- 30

  40  30- 40

  50  40- 50

  60  50- 60

  70  60- 70

  80  70- 80

  90  80- 90

 100  90-100

 110 100-110

 120 110-120

 130 120-130

 140 130-140

 150 140-150

 160 150-160

 170 160-170

 180 170-180

C0 C45 C90 C135 C180 C225 C270 C315   zone   total %lum,lamp

DEG LUMINOUS INTENSITY:cd UNIT:lm

6490 6825 6913 6607 6475 6018 5825 5884 605.2 605.2 2.45,1.85

6350 7143 7506 6959 6320 5685 5421 5621 1800 2405 9.75,7.34

6173 7289 8008 7175 6098 5457 5142 5412 2936 5341 21.7,16.3

5976 7327 8136 7290 5867 5125 4750 5041 3933 9274 37.6,28.3

5839 7164 7402 7180 5679 4622 3972 4492 4652 13926 56.5,42.5

5831 6251 5062 6353 5593 3894 2772 3563 4848 18774 76.1,57.3

6260 3417 816.1 3639 5845 2119 370.6 1422 3968 22742 92.2,69.4

385.7 282.9 242.5 351.5 976.4 164.0 91.26 114.2 1780 24522 99.4,74.8

68.02 57.21 56.33 69.40 40.82 37.15 34.18 42.38 142.5 24665 100,75.3

C Range:  0 - 360DEG
C Interval: 15.0DEG

  Range:  0 -  90DEG
  Interval:  1.0DEG

Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.0.265
Temperature:25.3DEG Humidity:65.0%

Test Distance:12.000m [K=1.0000]Operators:
Test Date:2021-08-04 Remarks:



 GONIOPHOTOMETERS SYSTEM TEST REPORT Page 5 Of 8

ISOCANDELA DIAGRAM

NAME: LED STREET LIGHT

DIM.: 595*340*140MM

MFR.:

TYPE:LED

SPEC.:150W

SUR.:190*240MM

WEIGHT:2KG

SERIAL No.:

PROTECTION ANGLE:

Test:U:227.7V I:0.6570A P:147.6W PF:0.9860  Lamp Flux:30738.3x1 lm
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UNIT: cd

10% 815.9
20% 1632
30% 2448
40% 3264
50% 4080
60% 4895
70% 5711
80% 6527
90% 7343

C Range:  0 - 360DEG
C Interval: 15.0DEG

  Range:  0 -  90DEG
  Interval:  1.0DEG

Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.0.265
Temperature:25.3DEG Humidity:65.0%

Test Distance:12.000m [K=1.0000]Operators:
Test Date:2021-08-04 Remarks:
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Planar Illuminance Curve

Planar Illuminance Curve
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C Range:  0 - 360DEG
C Interval: 15.0DEG

  Range:  0 -  90DEG
  Interval:  1.0DEG

Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.0.265
Temperature:25.3DEG Humidity:65.0%

Test Distance:12.000m [K=1.0000]Operators:
Test Date:2021-08-04 Remarks:



 GONIOPHOTOMETERS SYSTEM TEST REPORT Page 7 Of 8

LUMINOUS DISTRIBUTION INTENSITY DATA

NAME: LED STREET LIGHT

DIM.: 595*340*140MM

MFR.:

TYPE:LED

SPEC.:150W

SUR.:190*240MM

WEIGHT:2KG

SERIAL No.:

PROTECTION ANGLE:

Test:U:227.7V I:0.6570A P:147.6W PF:0.9860  Lamp Flux:30738.3x1 lm

  (DEG)

C(DEG)
  Table--1 UNIT: cd

0

0 6526

5 6520

10 6490

15 6429

20 6350

25 6262

30 6173

35 6072

40 5976

45 5894

50 5839

55 5803

60 5831

65 5966

70 6260

75 4773

80 386

85 122

90 68.0

15

6480

6554

6600

6612

6588

6536

6451

6357

6271

6197

6121

6032

5982

5952

5904

4768

581

136

64.9

30

6442

6589

6718

6813

6868

6881

6856

6797

6744

6699

6639

6528

6308

5870

4975

2946

336

128

60.3

45

6403

6616

6825

7004

7143

7240

7289

7327

7327

7289

7164

6861

6251

5137

3417

1162

283

124

57.2

60

6359

6622

6897

7146

7353

7505

7654

7789

7842

7742

7419

6802

5676

3945

1839

507

253

118

56.0

75

6314

6603

6923

7222

7483

7697

7915

8083

8107

7903

7412

6584

5200

3320

1132

415

242

118

55.7

90

6283

6578

6913

7230

7506

7766

8008

8144

8136

7919

7402

6508

5062

3088

816

407

242

120

56.3

105

6251

6532

6848

7153

7420

7648

7879

8070

8102

7925

7468

6673

5329

3497

1205

432

259

130

59.6

120

6232

6478

6751

7014

7236

7410

7577

7743

7842

7793

7507

6901

5841

4181

2109

585

286

143

64.8

135

6208

6399

6607

6803

6959

7087

7175

7239

7290

7287

7180

6909

6353

5302

3639

1485

352

164

69.4

150

6195

6325

6455

6558

6636

6687

6699

6678

6623

6576

6532

6449

6252

5828

4990

3387

873

177

72.9

165

6186

6250

6293

6314

6307

6283

6229

6131

6032

5950

5886

5826

5759

5677

5555

4950

2561

200

73.4

180

6526

6516

6475

6407

6320

6219

6098

5985

5867

5756

5679

5623

5593

5621

5845

5355

976

116

40.8

195

6480

6393

6284

6161

6038

5934

5835

5726

5614

5515

5436

5398

5406

5467

5436

4253

308

101

40.9

210

6442

6292

6138

5982

5841

5749

5657

5533

5393

5256

5100

4929

4708

4385

3635

1599

197

76.1

39.7

225

6403

6205

6018

5837

5685

5571

5457

5317

5125

4900

4622

4318

3894

3217

2119

665

164

60.0

37.1

240

6359

6134

5935

5727

5547

5431

5321

5154

4932

4652

4353

3938

3368

2512

1259

396

145

54.0

35.1

255

6314

6077

5859

5629

5454

5342

5190

5003

4775

4530

4108

3618

3000

1765

573

221

108

45.0

33.9

270

6283

6048

5825

5591

5421

5308

5142

4958

4750

4451

3972

3465

2772

1283

371

189

91.3

39.9

34.2

C Range:  0 - 360DEG
C Interval: 15.0DEG

  Range:  0 -  90DEG
  Interval:  1.0DEG

Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.0.265
Temperature:25.3DEG Humidity:65.0%

Test Distance:12.000m [K=1.0000]Operators:
Test Date:2021-08-04 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

NAME: LED STREET LIGHET

DIM.: 595*340*140MM

MFR.:

TYPE:LED

SPEC.:150W

SUR.:190*240MM

WEIGHT:2KG

SERIAL No.:

PROTECTION ANGLE:

Test:U:227.7V I:0.6570A P:147.6W PF:0.9860  Lamp Flux:30738.3x1 lm

  (DEG)

C(DEG)
  Table--2 UNIT: cd

285

0 6251

5 6031

10 5819

15 5598

20 5445

25 5340

30 5173

35 4977

40 4752

45 4478

50 4026

55 3514

60 2788

65 1451

70 383

75 192

80 93.1

85 40.8

90 36.1

300

6232

6035

5847

5659

5519

5421

5291

5094

4849

4577

4227

3757

3122

2046

884

263

113

44.4

38.4

315

6208

6044

5884

5734

5621

5522

5412

5243

5041

4780

4492

4111

3563

2715

1422

316

114

46.1

42.4

330

6195

6076

5949

5833

5749

5673

5568

5447

5309

5145

4957

4719

4403

3808

2492

506

133

52.2

46.6

345

6186

6115

6036

5946

5877

5813

5732

5642

5543

5468

5423

5379

5364

5325

4641

1921

176

63.8

51.9

C Range:  0 - 360DEG
C Interval: 15.0DEG

  Range:  0 -  90DEG
  Interval:  1.0DEG

Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.0.265
Temperature:25.3DEG Humidity:65.0%

Test Distance:12.000m [K=1.0000]Operators:
Test Date:2021-08-04 Remarks:


