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STREETLIGHT PHOTOMETRIC TEST REPORT

Test:U:227.3V I:0.4520A P:99.40W PF:0.9670 Lamp Flux:30738.3x1 1lm

NAME: LED STREET LIGHT TYPE : LED WEIGHT : 2KG
DIM.: 595*340*140MM SPEC. : 100W SERIAL No.:
MFR. : SUR. :190*190MM PROTECTION ANGLE:

DATA OF LAMP PHOTOMETRIC DATA Eff: 166.13 1m/W
MODEL GS/RLS8-100W 120D | Imax(cd) 6297 n street_up (%) 0.0
NOMINAL POWER (W) 100 LOR (%) 53.7 n street_down (%) 28.8
RATED VOLTAGE (V) 228 TOTAL FLUX (1lm) 17605 n house_up(%) 0.0
NOMINAL FLUX (1m) 32770 MAXIMUM @ (C,y ) 0,0.0 n house_down (%) 24.9
LAMPS INSIDE 1 n up (%) 0.0 76 FLASHAREA (m2)
TEST VOLTAGE (V) 227.1 n down (%) 53.7 SLI

INTENSITY DISTRIBUTION DIAGRAM
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MAX INTENSITY CONE SURFACE
DISTRIBUTION DIAGRAM

Max @ y = 0.0DEG

STREET SI

C Range: 0 - 360DEG
C Interval: 15.0DEG
Test Speed: HIGH

Temperature:25.3DEG

Operators:

Test Date:2021-08-04

Note:

Range:

Interval:
fe

0 - 90DEG

1.0DEG

st System:EVERFINE GO-2000A V1 SYSTEM V2.0.265
Humidity:65.0%

Test Distance:12.000m

Remarks:

SLI:Specific Luminaire Index

[K=1.0000]
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STREETLIGHT ISOCANDELA DIAGRAM
Test:U:227.3V I:0.4520A P:99.40W PF:0.9670 Lamp Flux:30738.3x1 1lm
NAME: LED STREET LIGHT TYPE : LED WEIGHT : 2KG
DIM.: 595%*340*140MM SPEC. : 100W SERIAL No.:
MFR. : SUR. :190*190MM PROTECTION ANGLE:
160 Classification:
150
140 IES:Type II - Very Short
CIE:Narrow - Short
130 IES:Cut-off
CIE:Full cut-off
120 Max.At80:16.42cd/klm
Max.At90:0.8305cd/k1lm
Max.80-90:16.42cd/k1lm
110 NRB 5101:Limited[3.0%]
ISOCANDELA DIAGRAM
u B 100 UNIT cd
Imax=100% 6297
270 |285) [300| [315] [330] [345] | co 15 0] |45 ) do
] \ Il 90 _ 90% 5667
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‘ﬁaﬂlﬂ"l‘lllllll e T T80
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‘/‘/““““‘!!! _ > S 60% 3778
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N\
%&Q\‘W{ 5% 315
70 10
C Range: 0 - 360DEG Range: 0 - 90DEG
C Interval: 15.0DEG Interval: 1.0DEG
Test Speed: HIGH X‘est System:EVERFINE GO-2000A V1 SYSTEM V2.0.265
Temperature:25.3DEG Humidity:65.0%
Operators: Test Distance:12.000m [K=1.0000]

Test Date:2021-08-04

Remarks:
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COEFFICIENT OF UTILIZATION CURVE
AND ISOLUX DIAGRAM

Test Speed: HIGH

Y
fe

CU (%) STREETLIGHT COEFFICIENT OF UTILIZATION CURVE
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HOUSE SIDE STREET SIDE RATIO OF DISTANCE TO MOUNTING HEIGHT
ROAD SURFACE ISOLUX DIAGRAM According to LB/T001-2008:
ILLUMINANCE AT MH=12 m,Enadir = 43.47 1lx U = Emin/Eavg = 0.338
@ TO CONVERT TO OTHER MH,MULTIPLY BY FACTOR IN THE TABLE. Eavg = 42.96 1x
o E / ’ A \ HETGHT FACTOR
mo F f ‘ 5m 5.760
] 0L |
o] B \ 6 m 4.000
C 7 m 2.939
% 1 \ /
< = N\ / 8 m 2.250
A C
2 9 m 1.778
= L
a = - — = 10 m 1.440
o C
e 3L 11 m 1.190
8 C
% r 12 m 1.000
= ] e e v |
o 47 - - - - - - 13 m 0.852
RATIO OF DISTANCE TO MOUNTING HEIGHT 14 m 0.735
— 35 — 26 — 22 17 — 13 15 m 0.640
4.3 — 2.2 — 1.3 — 0.43 0.22
16 m 0.563
C Range: 0 - 360DEG Range: 0 - 90DEG
C Interval: 15.0DEG Interval: 1.0DEG

st System:EVERFINE GO-2000A V1 SYSTEM V2.0.265

Temperature:25.3DEG
Operators:
Test Date:2021-08-04

Humidity:65

Test Distance:12.000m

Remarks:

.0%

[K=1.0000]
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ZONAL FLUX DIAGRAM

Test:U:227.3V I:0.4520A P:99.40W PF:0.9670 Lamp Flux:30738.3x1 1lm

NAME: LED STREET LIGHT

TYPE :LED

WEIGHT: 2KG

DIM.: 595*340*140MM

SPEC. : 100W

SERIAL No.

P

MFR. : SUR. :190*190MM PROTECTION ANGLE:
¥ co c45 Cc90 Cc135 Cc180 Cc225 c270 C315 % ® zone ® total | %$lum, lam
10 6202 6164 6143 6108 6194 6101 6044 6008 0- 10 587.3 587.3 [3.34,1.79
20 5929 5921 5919 5888 5914 5800 5727 5689 10- 20 1693 2280 13,6.96
30 5460 5485 5504 5482 5442 5312 5225 5189 20- 30 2595 4875 R7.7,14.9
40 4802 4848 4895 4878 4775 4632 4539 4501 30- 40 3174 8048 45.7,24.6
50 3940 4007 4083 4071 3909 3757 3657 3620 40- 50 3333 11381 64.6,34.7
60 2874 2959 3037 3056 2839 2686 2595 2535 50- 60 3006 14387 $81.7,43.9
70 1425 1704 1790 1834 1355 1445 1327 1294 60- 70 2172 16559 94.1,50.5
80 353.1 389.5 508.6 486.3 300.9 268.1 219.4 193.0 70- 80 928.7 17488 99.3,53.4
90 24.79 23.77 24.82 26.17 9.395 10.15 11.96 13.56 80- 90 117.2 17605 |100,53.7

100 90-100

110 100-110

120 110-120

130 120-130

140 130-140

150 140-150

160 150-160

170 160-170

180 170-180

DEG LUMINOUS INTENSITY:cd UNIT:lm
C Range: 0 - 360DEG Range: 0 - 90DEG
C Interval: 15.0DEG ODEG

Test Speed: HIGH

Temperature:25.3DEG

Operators:

Test Date:2021-08-04

Interval: 1.
fe

st System:EVERFINE GO-2000A V1 SYSTEM V2.0.265

Humidity:65.0%

Test Distance:12.000m

Remarks:

[K=1.0000]
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ISOCANDELA DIAGRAM
Test:U:227.3V I:0.4520A P:99.40W PF:0.9670 Lamp Flux:30738.3x1 1lm
NAME: LED STREET LIGHT TYPE :LED WEIGHT : 2KG

DIM.: 595*340*140MM SPEC. : 100W

SERIAL No.:

MFR. :

SUR. :190*190MM

PROTECTION ANGLE:

90 — 10% 629.7
N . 20% 1259
T T __ 30% 1889
P e 40% 2519
70 P S s s N N N e S R ~ 50% 3148
o e T | 60% 3778
~ /// 1 < N . 70% 4408
N ya | — —— NI — 80% 5037
T N\ ~ 90% 5667
/ / — \ ]
40 / 7 — TN
[/ | A
| ) WA
30 7 / ] Ve N\ Y
20 J |/ : —r i A
—1 — \ 1
T N AT

10

|
-
o

VERTICAL (DEG)
o

-20 T
Loy \ | N
L] \ —— |
-30 \ I \ ] /]
/]
40 \ \ \ \\\\\‘—*"" S / / /
- 1 \ ~ / /
VA | .
-50 \\ N / /
\\; N \\ /// / //
-60 AN - g e
AN . ~ | R » e -
-70 S = T — — E— - — =
T T Imax:6297 (H0.0,V0.0
-80 — T (At:C=0.0,Gamma=0.0)
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HORIZONTAL (DEG)
C Range: 0 - 360DEG Range: 0 - 90DEG
C Interval: 15.0DEG 1.0DEG

Interval:
Test Speed: HIGH %e
Temperature:25.3DEG
Operators:

Test Date:2021-08-04 Remarks:

st System:EVERFINE GO-2000A V1 SYSTEM V2.0.265
Humidity:65.0%
Test Distance:12.000m

[K=1.0000]
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Planar Illuminance Curve

Planar Illuminance Curve
E(1x) MH = 11.5 m
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C Range: 0 - 360DEG Range: 0 - 90DEG

C Interval: 15.0DEG Interval: 1.0DEG

Test Speed: HIGH %est System:EVERFINE GO-2000A V1 SYSTEM V2.0.265
Temperature:25.3DEG Humidity:65.0%

Operators: Test Distance:12.000m [K=1.0000]

Test Date:2021-08-04 Remarks:



EVERFINE_ iz

www @verfine.cn

GONIOPHOTOMETERS SYSTEM TEST REPORT Page 7 Of 8

LUMINOUS DISTRIBUTION INTENSITY DATA

Test:U:227.3V I:0.4520A P:99.40W PF:0.9670 Lamp Flux:30738.3x1 1lm

NAME: LED STREET LIGHT TYPE : LED WEIGHT : 2KG

DIM.: 595%340*140MM SPEC. : 100W SERIAL No.:

MFR. : SUR. :190*190MM PROTECTION ANGLE:

Table--1 UNIT: cd
C (DEG)

y (DEG 0 15 30 45 60 75 90 | 105 | 120 | 135 | 150 | 165 | 180 | 195 | 210 | 225 | 240 | 255 | 270

0 6297 | 6271 | 6250 | 6231 | 6216 | 6202 | 6189 | 6175 | 6164 | 6155 | 6148 | 6140 | 6297 | 6271 | 6250 | 6231 | 6216 | 6202 | 6189
5 6271 | 6249 | 6232 | 6220 | 6209 | 6200 | 6190 | 6178 | 6168 | 6155 | 6144 | 6132 | 6267 | 6234 | 6210 | 6186 | 6168 | 6151 | 6136
10 6202 | 6186 | 6171 | 6164 | 6156 | 6152 | 6143 | 6133 | 6120 | 6108 | 6093 | 6076 | 6194 | 6157 | 6130 | 6101 | 6082 | 6058 | 6044
15 6092 | 6081 | 6067 | 6066 | 6062 | 6061 | 6054 | 6048 | 6033 | 6021 | 6001 | 5985 | 6078 | 6037 | 6007 | 5975 | 5952 | 5926 | 5909
20 5929 | 5925|5916 | 5921 | 5920 | 5924 | 5919 | 5916 | 5903 | 5888 | 5864 | 5843 | 5914 | 5868 | 5837 | 5800 | 5774 | 5744 | 5727
25 5718 | 5720 | 5717 | 5727 | 5730 | 5738 | 5736 | 5736 | 5721 | 5708 | 5681 | 5655 | 5702 | 5651 | 5621 | 5579 | 5550 | 5518 | 5500
30 5460 | 5468 | 5466 | 5485 | 5490 | 5507 | 5504 | 5508 | 5493 | 5482 | 5452 | 5423 | 5442 | 5390 | 5356 | 5312 | 5282 | 5245 | 5225
35 5157 | 5168 | 5167 | 5193 | 5203 | 5225 | 5225 | 5233 | 5219 | 5205 | 5174 | 5141 | 5133 | 5079 | 5045 | 4997 | 4969 | 4925 | 4903
40 4802 | 4817|4819 | 4848|4864 | 4891 | 4895 | 4908 | 4892 | 4878 | 4843 | 4811 | 4775 | 4716 | 4684 | 4632 | 4605 | 4563 | 4539
45 4396 | 4418 | 4423 | 4453|4471 | 4506 | 4516 | 4530 | 4515|4498 | 4461 | 4429 | 4367 | 4310 | 4275 | 4220|4193 | 4150 | 4125
50 3940 | 3969 | 3975 | 4007 | 4026 | 4069 | 4083 | 4099 | 4085 | 4071 | 4028 | 4003 | 3909 | 3853 | 3813 | 3757 | 3727 | 3685 | 3657
55 3435|3467 | 3466 | 3506 | 3529 | 3572 | 3589 | 3612 | 3599 | 3589 | 3545 | 3521 | 3393 | 3344 | 3302 | 3244 | 3216 | 3174 | 3147
60 2874|2910 | 2906 | 2959 | 2974 | 3023 | 3037 | 3073 | 3058 | 3056 | 3012 | 2987 | 2839 | 2774 | 2755 | 2686 | 2665 | 2613 | 2595
65 2256 | 2298 | 2301 | 2359 | 2369 | 2430 | 2440 | 2491 | 2466 | 2478 | 2425 | 2405 | 2210 | 2154 | 2147 | 2080 | 2056 | 1994 | 1980
70 1425|1506 | 1621|1704 | 1726 | 1776 | 1790 | 1841 | 1827 | 1834 (1775|1673 | 1355|1330 | 1408 | 1445|1415 | 1349 | 1327
75 839 | 862 | 871 | 972 | 1075|1070 | 1069|1142 |1170|1161| 999 | 981 | 805 | 772 | 759 | 710 | 738 | 695 | 677
80 353 | 390 | 403 | 389 | 416 | 492 | 509 | 538 | 526 | 486 | 512 | 486 | 301 | 288 | 310 | 268 | 242 | 236 | 219
85 74.5|78.0(84.1(84.1|96.5| 108 | 123 | 131 | 129 | 125 | 129 | 116 |44.4|41.3|42.1(32.0(30.0/25.0|21.8
90 24.8|24.5/24.0(23.8/23.9(24.0|24.8|25.2(25.8(26.2/27.2(27.0|9.39[9.30|9.58|10.1/10.6|11.5|12.0
C Range: 0 - 360DEG Range: 0 - 90DEG
C Interval: 15.0DEG Interval: 1.0DEG
Test Speed: HIGH %est System:EVERFINE GO-2000A V1 SYSTEM V2.0.265
Temperature:25.3DEG Humidity:65.0%
Operators: Test Distance:12.000m [K=1.0000]

Test Date:2021-08-04 Remarks:




GONIOPHOTOMETERS SYSTEM TEST REPORT

EVERFINE_ iz

www @verfine.cn

Page 8 Of 8

LUMINOUS DISTRIBUTION INTENSITY DATA

Test:U:227.3V I:0.4520A P:99.40W PF:0.9670 Lamp Flux:30738.3x1 1lm

NAME: LED STREET LIGHT

TYPE :LED

WEIGHT: 2KG

DIM.: 595*340*140MM

SPEC. : 100W

SERIAL No.:

MFR. : SUR. :190*190MM PROTECTION ANGLE:
Table--2 UNIT: cd
C (DEG)
y (DEG 285 | 300 | 315 | 330 | 345
0 6175|6164 | 6155 | 6148 | 6140
5 6121 | 6112 | 6101 | 6097 | 6093
10 6026 | 6016 | 6008 | 6009 | 6009
15 5889 | 5879 | 5873 | 5877 | 5882
20 5703 | 5696 | 5689 | 5697 | 5706
25 5473 | 5467 | 5461 | 5476 | 5485
30 5198 | 5194 | 5189 | 5207 | 5221
35 4878 | 4874 | 4869 | 4889 | 4907
40 4512 | 4508 | 4501 | 4524 | 4546
45 4096 | 4094 | 4086 | 4111 | 4137
50 3629 | 3626 | 3620 | 3648 | 3678
55 3117|3106 | 3103|3132 | 3169
60 2553|2553 | 2535|2580 | 2601
65 1934 1942|1922 1967|1980
70 1297|1289 |1294 1249|1191
75 648 | 647 | 598 | 634 | 656
80 206 | 183 | 193 | 212 | 212
85 20.4(20.5|21.2|23.0|24.8
920 12.5|12.6|13.6|13.5|14.0
C Range: 0 - 360DEG Range: 0 - 90DEG
C Interval: 15.0DEG

Test Speed: HIGH
Temperature:25.3DEG
Operators:
Test Date:2021-08-04

% Interval: 1.0DEG
e

st System:EVERFINE GO-2000A V1 SYSTEM V2.0.265

Humidity:65.0%
Test Distance:12.000m
Remarks:

[K=1.0000]




