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STREETLIGHT PHOTOMETRIC TEST REPORT

Test:U:227.4V I:0.4520A P:99.40W PF:0.9670 Lamp Flux:30738.3x1 1lm

NAME: LED STREET LIGHT TYPE : LED WEIGHT : 2KG
DIM.: 595*340*140MM SPEC. : 100W SERIAL No.:
MFR. : SUR. :190*190MM PROTECTION ANGLE:
DATA OF LAMP PHOTOMETRIC DATA Eff: 157.37 1m/W
MODEL GS/RLS8-100W T2M Imax (cd) 5556 n street_up (%) 0.0
NOMINAL POWER (W) 100 LOR (%) 50.9 n street_down (%) 27.2
RATED VOLTAGE (V) 228 TOTAL FLUX (1lm) 16677 n house_up(%) 0.0
NOMINAL FLUX (1m) 32770 MAXIMUM @ (C,y ) 90,37.0 n house_down (%) 23.7
LAMPS INSIDE 1 n up (%) 0.0 76 FLASHAREA (m2)
TEST VOLTAGE (V) 227.4 n down (%) 50.9 SLI
INTENSITY DISTRIBUTION DIAGRAM MAX INTENSITY CONE SURFACE
IN C PLANS DISTRIBUTION DIAGRAM
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C Range: 0 - 360DEG
C Interval: 15.0DEG
Test Speed: HIGH

Temperature:25.3DEG

Operators:

Test Date:2021-08-04

Note:

Range:

Interval:
fe

0 - 90DEG

1.0DEG

st System:EVERFINE GO-2000A V1 SYSTEM V2.0.265
Humidity:65.0%

Test Distance:12.000m

Remarks:

SLI:Specific Luminaire Index

[K=1.0000]
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STREETLIGHT ISOCANDELA DIAGRAM
Test:U:227.4V I:0.4520A P:99.40W PF:0.9670 Lamp Flux:30738.3x1 1lm
NAME: LED STREET LIGHT TYPE :LED WEIGHT : 2KG
DIM.: 595*340*140MM SPEC. : 100W SERIAL No.:

MFR. :

SUR. :190*190MM

PROTECTION ANGLE:

140

130

100

Classification:

IES:Type IV - Very Short
CIE:Narrow - Short
IES:Cut-off

CIE:Full cut-off
Max.At80:25.80cd/klm
Max.At90:0.9700cd/k1lm
Max.80-90:25.80cd/k1lm
NRB 5101:Limited[0.6%]

ISOCANDELA DIAGRAM
UNIT cd
Imax=100% 5556
~ 90% 5001
-~ 80% 4445
__  70% 3889

60% 3334
____ 50% 2778
40% 2223
_  30% 1667
. 20% 1111
_ 10% 556
5% 278

C Range: 0 - 360DEG
C Interval: 15.0DEG
Test Speed: HIGH
Temperature:25.3DEG
Operators:

Test Date:2021-08-04

Range: 0 - 90DEG
Interval: 1.0DEG

%est System:EVERFINE GO-2000A V1 SYSTEM V2.0.265

Humidity:65.0%

Test Distance:12.000m [K=1.0000]

Remarks:
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COEFFICIENT OF UTILIZATION CURVE
AND ISOLUX DIAGRAM

Test Speed: HIGH
Temperature:25.3DEG
Operators:

Test Date:2021-08-04

Y
fe

CU (%) STREETLIGHT COEFFICIENT OF UTILIZATION CURVE
100
TILT ANGLE
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HOUSE SIDE STREET SIDE RATIO OF DISTANCE TO MOUNTING HEIGHT
ROAD SURFACE ISOLUX DIAGRAM According to LB/T001-2008:
ILLUMINANCE AT MH=12 m,Enadir = 30.55 1lx U = Emin/Eavg = 0.411
@ TO CONVERT TO OTHER MH,MULTIPLY BY FACTOR IN THE TABLE. Eavg = 35.31 1x
a LE / V1| HEIGHT FACTOR
— |
= = \ | 5 m 5.760
B O | “\
9 - W ‘ 6 m 4.000
r \ | 7 m 2.939
g 1L \ /
5 = [ 8 m 2.250
o0 / 9 m 1.778
= C
a = 10 m 1.440
o C
e 3L 11 m 1.190
8 C
% r 12 m 1.000
= \\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\,J—""'”\\\\\\\\\\\\\\\\\\\\\\\\
o 47 - - - - - - 13 m 0.852
RATIO OF DISTANCE TO MOUNTING HEIGHT 14 m 0.735
— 25 — 19 — 16 13 — 9.4 15 m 0.640
3.1 — 1.6 — 0.94 — 0.31 0.16
16 m 0.563
C Range: 0 - 360DEG Range: 0 - 90DEG
C Interval: 15.0DEG Interval: 1.0DEG

st System:EVERFINE GO-2000A V1 SYSTEM V2.0.265

Humidity:65

.0%

Test Distance:12.000m
Remarks:

[K=1.0000]
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ZONAL FLUX DIAGRAM

Test:U:227.4V I:0.4520A P:99.40W PF:0.9670 Lamp Flux:30738.3x1 1lm

NAME: LED STREET LIGHT

TYPE :LED

WEIGHT: 2KG

DIM.: 595*340*140MM

SPEC. : 100W

SERIAL No.

P

MFR. : SUR. :190*190MM PROTECTION ANGLE:
¥ co c45 Cc90 Cc135 Cc180 Cc225 c270 C315 % ® zone ® total | %$lum, lam
10 4395 4650 4750 4565 4414 4109 3988 4020 0- 10 414.5 414.5 P.49,1.26
20 4282 4865 5150 4800 4311 3896 3693 3802 10- 20 1231 1645 [9.86,5.02
30 4147 4984 5482 4943 4170 3741 3494 3653 20- 30 2005 3650 Pp1.9,11.1
40 3990 5003 5543 4988 4008 3503 3235 3405 30- 40 2682 6332 38,19.3
50 3869 4873 5005 4866 3899 3169 2740 3055 40- 50 3165 9497 56.9,29
60 3846 4267 3323 4227 3887 2642 1968 2493 50- 60 3290 12787 | 76.7,39
70 4144 2381 400.1 2221 3975 1322 250.4 1148 60- 70 2679 15465 92.7,47.2
80 836.4 155.4 120.9 153.0 281.0 78.83 47.75 72.16 70- 80 1147 16612 99.6,50.7
90 31.79 27.217 18.76 21.52 16.47 10.91 7.353 9.327 80- 90 64.42 16677 |100,50.9

100 90-100

110 100-110

120 110-120

130 120-130

140 130-140

150 140-150

160 150-160

170 160-170

180 170-180

DEG LUMINOUS INTENSITY:cd UNIT:lm
C Range: 0 - 360DEG Range: 0 - 90DEG
C Interval: 15.0DEG ODEG

Test Speed: HIGH

Temperature:25.3DEG

Operators:

Test Date:2021-08-04

Interval: 1.
fe

st System:EVERFINE GO-2000A V1 SYSTEM V2.0.265

Humidity:65.0%

Test Distance:12.000m

Remarks:

[K=1.0000]
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ISOCANDELA DIAGRAM
Test:U:227.4V I:0.4520A P:99.40W PF:0.9670 Lamp Flux:30738.3x1 1lm
NAME: LED STREET LIGHT TYPE :LED WEIGHT : 2KG
DIM.: 595*340*140MM SPEC. :100W SERIAL No.:
MFR. : SUR. :190*190MM PROTECTION ANGLE:
90 — 10% 555.6
——— 20% 1111
80 — 30% 1667
40% 2223
70 — 50% 2778
60% 3334
60 ——— 70% 3889
——— 80% 4445
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Imax:5556 (H0.0,V-37.0)
-80 (At:C=90.0,Gamma=37.0)
UNIT: cd

0
-90 -80 -70 -60 -50 -40 -30 -20 -10 0 10 20 30 40 50 60 70 80 90
HORIZONTAL (DEG)

C Range: O
C Interval:
Test Speed:

Temperature:

Operators:

- 360DEG Range: 0 - 90DEG
15.0DEG Interval: 1.0DEG
HIGH %est System:EVERFINE GO-2000A V1 SYSTEM V2.0.265

25.3DEG Humidity:65.0%
Test Distance:12.000m [K=1.0000]

Test Date:2021-08-04 Remarks:
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Planar Illuminance Curve

Planar Illuminance Curve
E(1x) MH = 11.5 m

31.5

28

24.5

21

17.5

14

10.5

-25 -20 -15 -10 -5 0 5 10 15 20 25

Distance (m)

C Range: 0 - 360DEG Range: 0 - 90DEG

C Interval: 15.0DEG Interval: 1.0DEG

Test Speed: HIGH %est System:EVERFINE GO-2000A V1 SYSTEM V2.0.265
Temperature:25.3DEG Humidity:65.0%

Operators: Test Distance:12.000m [K=1.0000]

Test Date:2021-08-04 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

Test:U:227.4V I:0.4520A P:99.40W PF:0.9670 Lamp Flux:30738.3x1 1lm

NAME: LED STREET LIGHT TYPE : LED WEIGHT : 2KG

DIM.: 595%*340*140MM SPEC. : 100W SERIAL No.:

MFR. : SUR. :190*190MM PROTECTION ANGLE:

Table--1 UNIT: cd
C (DEG)

y (DEG 0 15 30 45 60 75 90 | 105 | 120 | 135 | 150 | 165 | 180 | 195 | 210 | 225 | 240 | 255 | 270

0 4436|4411 |4391 | 4364 (4346|4324 |4309|4291 | 4282 | 4272|4268 | 4267 | 4436 | 4411 | 4391 | 4364 | 4346 | 4324 | 4309
5 4426|4457 | 4490 | 4511 | 4530 | 4532 | 4527 | 4499 | 4468 | 4422 | 4374 | 4322 | 4437 | 4359 | 4293 | 4232|4192 | 4159 | 4142
10 4395|4481 | 4570 | 4650 | 4716 | 4748 | 4750 | 4714 | 4653 | 4565 | 4465 | 4361 | 4414 | 4287 | 4191 | 4109 | 4055 | 4011 | 3988
15 4347|4480 | 4626 | 4772|4884 | 4947 | 4960 | 4918 | 4829 | 4693 | 4530 | 4372 | 4370 | 4210 | 4089 | 3986 | 3920 | 3853 | 3820
20 4282 | 4458 | 4669 | 4865|5024 | 5124 | 5150 | 5099 | 4980 | 4800 | 4588 | 4368 | 4311 | 4136 | 4007 | 3896 | 3804 | 3732 | 3693
25 4220 | 4423 | 4688 | 4945|5135 | 5275 | 5334 | 5253 | 5098 | 4890 | 4617 | 4347 | 4244 | 4070 | 3953 | 3825 | 3720 | 3643 | 3603
30 4147|4363 | 4675 | 4984|5249 | 5425 | 5482 | 5406 | 5219 | 4943 | 4622 | 4299 | 4170 | 4001 | 3887 | 3741 | 3638 | 3541 | 3494
35 4073 | 4287|4630 | 5011|5332 | 5521 | 5553 | 5512 | 5308 | 4982 | 4588 | 4233 | 4091 | 3923 | 3797 | 3643 | 3518 | 3411 | 3370
40 3990 | 4215 | 4572 | 5003 | 5359 | 5518 | 5543 | 5513 | 5348 | 4988 | 4554 | 4169 | 4008 | 3852 | 3705 | 3503 | 3364 | 3255 | 3235
45 3920|4147 | 4534 | 4962 | 5285|5369 | 5366 | 5356 | 5282 | 4958 | 4519 | 4114 | 3940 | 3791 | 3613 | 3349|3177 | 3101 | 3045
50 3869|4090 | 4484 | 4873|5053 | 5035 | 5005 | 5023 | 5049 | 4866 | 4481 | 4079 | 3899 | 3746 | 3503 | 3169 | 2972 | 2822 | 2740
55 3841|4046 | 4407 | 4664 | 4617 | 4428 | 4341 | 4419 | 4592 | 4653 | 4405 | 4041 | 3874 | 3730 | 3395 | 2954 | 2700 | 2487 | 2398
60 3846|4001 | 4269 | 4267 | 3831 | 3462 | 3323 | 3451 | 3787 | 4227 | 4249 | 3993 | 3887 | 3762 | 3257 | 2642 | 2300 | 2069 | 1968
65 3913 (3975|4007 | 3526 | 2669 | 2130 | 1833 | 2126 | 2622 | 3426 | 3930 | 3936 | 3941 | 3822 | 3005 | 2150 (1682 | 1233 | 973
70 4144 (3970|3478 (2381 |1176| 592 | 400 | 561 | 1129|2221 (3262|3782 |3975|3531|2279|1322| 817 | 388 | 250
75 3703 (3440|2138 | 737 | 270 | 231 | 219 | 225 | 264 | 669 | 1838|3104 | 2938|2360 | 776 | 339 | 236 | 128 | 113
80 836 | 846 | 265 | 155 | 136 | 124 | 121 | 122 | 135 | 153 | 229 | 789 | 281 | 121 [ 93.7(78.8|73.9|54.6|47.8
85 78.2|84.1|72.6(65.5|54.0|52.5|48.2|51.7|52.7|61.5(64.2|74.2|35.1/35.4(29.5(19.6|18.3/13.8/11.3
90 31.8(30.1(30.2(27.3(22.1/20.5|18.8|19.0(19.6/21.5(23.4(25.5|16.5|19.8|18.2(10.9(9.13|7.43|7.35
C Range: 0 - 360DEG Range: 0 - 90DEG
C Interval: 15.0DEG Interval: 1.0DEG
Test Speed: HIGH %est System:EVERFINE GO-2000A V1 SYSTEM V2.0.265
Temperature:25.3DEG Humidity:65.0%
Operators: Test Distance:12.000m [K=1.0000]

Test Date:2021-08-04 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

Test:U:227.4V I:0.4520A P:99.40W PF:0.9670 Lamp Flux:30738.3x1 1lm

NAME: LED STREET LIGHT TYPE : LED WEIGHT : 2KG
DIM.: 595%340*140MM SPEC. : 100W SERIAL No.:
MFR. : SUR. :190*190MM PROTECTION ANGLE:
Table--2 UNIT: cd
C (DEG)
y (DEG 285 | 300 | 315 | 330 | 345
0 4291 | 4282 | 4272 | 4268 | 4267
5 4132 (4137|4146 4170|4204
10 3978|3995 | 4020 | 4071 | 4134
15 3815|3850 | 3898 | 3965 | 4056
20 3690|3732 | 3802 | 3888 | 3991
25 3604 | 3650 | 3728 | 3837 | 3937
30 3498|3570 | 3653 | 3768 | 3882
35 3372|3442 | 3543 | 3676 | 3815
40 3227|3295 | 3405 | 3585 | 3741
45 3059|3117 | 3248 | 3469 | 3674
50 2765|2907 | 3055 | 3340 | 3629
55 2432|2613 | 2821|3202 | 3590
60 1998 | 2205 | 2493 | 3011 | 3590
65 1117|1531 (1977|2711 | 3605
70 282 | 689 | 1148|1970 |3296
75 118 | 185 | 265 | 566 | 1998
80 49.4|68.7|72.2(84.9]| 115
85 11.7(15.9(16.3(21.4|31.0
90 7.10(8.24|9.33(11.5|14.7
C Range: 0 - 360DEG Range: 0 - 90DEG
C Interval: 15.0DEG Interval: 1.0DEG
Test Speed: HIGH %est System:EVERFINE GO-2000A V1 SYSTEM V2.0.265
Temperature:25.3DEG Humidity:65.0%
Operators: Test Distance:12.000m [K=1.0000]

Test Date:2021-08-04 Remarks:



