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STREETLIGHT PHOTOMETRIC TEST REPORT

Test:U:227.8V I:0.6610A P:148.5W PF:0.9860 Lamp Flux:30738.3x1 1lm

NAME: LED STREET LIGHT TYPE : LED WEIGHT:2KG
DIM.: 595*340*140MM SPEC. :150W SERIAL No.:
MFR. : SUR. :190%240MM PROTECTION ANGLE:

DATA OF LAMP PHOTOMETRIC DATA Eff: 164.15 1m/W
MODEL GS/RLS8-150W 120D | Imax (cd) 9289 n street_up (%) 0.0
NOMINAL POWER (W) 150 LOR (%) 79.3 n street_down (%) 43.0
RATED VOLTAGE (V) 228 TOTAL FLUX (1lm) 25988 n house_up(%) 0.0
NOMINAL FLUX (1m) 32770 MAXIMUM @ (C,y ) 0,1.0 n house_down (%) 36.3
LAMPS INSIDE 1 n up (%) 0.0 76 FLASHAREA (m2)
TEST VOLTAGE (V) 227.7 n down (%) 79.3 SLI
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st System:EVERFINE GO-2000A V1 SYSTEM V2.0.265
Humidity:65.0%

Operators:
Test Date:2021-08-04

Note:

SLI:Specific Luminaire Index

Test Distance:12.000m
Remarks:

[K=1.0000]
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STREETLIGHT ISOCANDELA DIAGRAM

Test:U:227.8V I:0.6610A P:148.5W PF:0.9860 Lamp Flux:30738.3x1 1lm

NAME: LED STREET LIGHT TYPE : LED WEIGHT : 2KG
DIM.: 595%*340*140MM SPEC. :150W SERIAL No.:
MFR. : SUR. :190*240MM PROTECTION ANGLE:
180 170
160 Classification:
150
140 IES:Type II - Very Short
CIE:Narrow - Short
130 IES:Cut-off
CIE:Full cut-off
120 Max.At80:27.56cd/klm
Max.At90:2.059cd/k1lm
Max.80-90:27.56cd/k1lm
110 NRB 5101:Limited[4.8%]
ISOCANDELA DIAGRAM
100 UNIT cd
Imax=100% 9289
0] |45 ol |75 |90
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| | . 80% 7432
80 ___ 70% 6503
[ 60% 5574
70
_ 50% 4645
] ] 60 40% 3716
C \ B oy . 30% 2787
= AT 50
777 75 . 20% 1858
e 40
. 10% 929
30
20 5% 464
70 10
C Range: 0 - 360DEG Range: 0 - 90DEG
C Interval: 15.0DEG Interval: 1.0DEG
Test Speed: HIGH %est System:EVERFINE GO-2000A V1 SYSTEM V2.0.265
Temperature:25.3DEG Humidity:65.0%
Operators: Test Distance:12.000m [K=1.0000]

Test Date:2021-08-04 Remarks:
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COEFFICIENT OF UTILIZATION CURVE
AND ISOLUX DIAGRAM

Operators:

Test Date:2021-08-04

Test Distance:12.000m [K=1.0000]
Remarks:

CU (%) STREETLIGHT COEFFICIENT OF UTILIZATION CURVE
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HOUSE SIDE STREET SIDE RATIO OF DISTANCE TO MOUNTING HEIGHT
ROAD SURFACE ISOLUX DIAGRAM According to LB/T001-2008:
ILLUMINANCE AT MH=12 m,Enadir = 64.09 1lx U = Emin/Eavg = 0.340
@ TO CONVERT TO OTHER MH,MULTIPLY BY FACTOR IN THE TABLE. Eavg = 63.26 1x
HotE / / ) \ HEIGHT FACTOR
1 r ( | 5 m 5.760
> 0L |
% - | / 6 m 4.000
T 7 m 2.939
b 8 m 2.250
A C
2 9 m 1.778
= L
a = T 10 m 1.440
o C
e 3L 11 m 1.190
8 C
% r 12 m 1.000
= ] e e v |
o 47 - - - - - - 13 m 0.852
RATIO OF DISTANCE TO MOUNTING HEIGHT 14 m 0.735
— 51 — 38 — 32 26 — 19 15 m 0.640
6.4 — 3.2 — 1.9 — 0.64 0.32
16 m 0.563
C Range: 0 - 360DEG Range: 0 - 90DEG
C Interval: 15.0DEG Interval: 1.0DEG
Test Speed: HIGH %est System:EVERFINE GO-2000A V1 SYSTEM V2.0.265
Temperature:25.3DEG Humidity:65.0%
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ZONAL

FLUX DIAGRAM

Test:U:227.8V I:0.6610A P:148.5W PF:0.9860 Lamp Flux:30738.3x1 1lm

NAME: LED STREET LIGHT

TYPE :LED

WEIGHT: 2KG

DIM.: 595*340*140MM

SPEC. : 150W

SERIAL No.

P

MFR. : SUR. :190*%240MM PROTECTION ANGLE:

¥ co c45 Cc90 Cc135 Cc180 Cc225 c270 C315 % ® zone ® total | %$lum, lam
10 9164 9096 9046 8974 9131 8976 8877 8826 0- 10 864.3 864.3 [3.33,2.64
20 8774 8760 8737 8657 8704 8513 8395 8359 10- 20 2491 3355 [12.9,10.2
30 8106 8140 8151 8060 7990 7774 7649 7622 20- 30 3820 7175 R7.6,21.9
40 7150 7233 7271 7175 6989 6758 6629 6623 30- 40 4675 11850 #45.6,36.2
50 5904 6028 6092 5994 5683 5435 5306 5324 40- 50 4911 16761 64.5,51.1
60 4352 4497 4572 4509 4053 3817 3687 3717 50- 60 4427 21188 [Bl.5,64.7
70 2275 2670 2764 2693 1877 1939 1808 1905 60- 70 3187 24375 93.8,74.4
80 643.2 742.3 899.1 760.6 394.4 343.2 306.3 315.4 70- 80 1394 25769 99.2,78.6
90 60.86 63.74 67.30 64.77 38.57 39.58 41.94 41.28 80- 90 218.9 25988 |100,79.3
100 90-100

110 100-110

120 110-120

130 120-130

140 130-140

150 140-150

160 150-160

170 160-170

180 170-180

DEG LUMINOUS INTENSITY:cd UNIT:1lm

C Range: 0 - 360DEG
C Interval: 15.0DEG

Test Speed: HIGH

Temperature:25.3DEG

Operators:

Test Date:2021-08-04

Range: 0 - 90DEG
% Interval: 1.0DEG
e

st System:EVERFINE GO-2000A V1 SYSTEM V2.0.265

Humidity:65.0%
Test Distance:12.000m
Remarks:

[K=1.0000]



EVERFINE_iZ %

wwweverfine.cn
GONIOPHOTOMETERS SYSTEM TEST REPORT Page 5 Of 8
ISOCANDELA DIAGRAM
Test:U:227.8V I:0.6610A P:148.5W PF:0.9860 Lamp Flux:30738.3x1 1lm
NAME: LED STREET LIGHT TYPE :LED WEIGHT : 2KG

DIM.: 595*340*140MM

SPEC. : 150W SERIAL No.:

MFR. :

SUR. :190*240MM PROTECTION ANGLE:
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HORIZONTAL (DEG)

C Range: 0 - 360DEG
C Interval: 15.0DEG
Test Speed: HIGH
Temperature:25.3DEG
Operators:

Test Date:2021-08-04

Range: 0 - 90DEG

Interval: 1.0DEG
%est System:EVERFINE GO-2000A V1 SYSTEM V2.0.265
Humidity:65.0%
Test Distance:12.000m
Remarks:

[K=1.0000]




EVERFINE_ iz

www @verfine.cn

GONIOPHOTOMETERS SYSTEM TEST REPORT Page 6 Of 8

Planar Illuminance Curve

Planar Illuminance Curve
E(1x) MH = 11.5 m
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C Range: 0 - 360DEG Range: 0 - 90DEG

C Interval: 15.0DEG Interval: 1.0DEG

Test Speed: HIGH %est System:EVERFINE GO-2000A V1 SYSTEM V2.0.265
Temperature:25.3DEG Humidity:65.0%

Operators: Test Distance:12.000m [K=1.0000]

Test Date:2021-08-04 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

Test:U:227.8V I:0.6610A P:148.5W PF:0.9860 Lamp Flux:30738.3x1 1lm

NAME: LED STREET LIGHT TYPE : LED WEIGHT : 2KG

DIM.: 595%340*140MM SPEC. :150W SERIAL No.:

MFR. : SUR. :190*240MM PROTECTION ANGLE:

Table--1 UNIT: cd
C (DEG)

y (DEG 0 15 30 45 60 75 90 | 105 | 120 | 135 | 150 | 165 | 180 | 195 | 210 | 225 | 240 | 255 | 270

0 9289|9248 (9214 | 9182 | 9156 | 9129 | 9106 | 9084 | 9063 | 9042 | 9026 | 9013 | 9289 | 9248 | 9214 | 9182 | 9156 | 9129 | 9106
5 9260 | 9228 (9199 | 9177 | 9154 | 9134 | 9114 | 9091 | 9066 | 9042 | 9018 | 8994 | 9240 | 9192 | 9151 | 9110 | 9077 | 9042 | 9021
10 9164 | 9139|9114 | 9096 | 9076 | 9064 | 9046 | 9027 | 8999 | 8974 | 8940 [ 8913 | 9131 | 9073 | 9025 | 8976 | 8938 | 8899 | 8877
15 9007 | 8992 | 8971 | 8963 | 8948 | 8940 | 8925 | 8907 | 8877 | 8847 | 8808 | 8774 | 8953 | 8887 | 8836 | 8782 | 8738 | 8692 | 8670
20 8774 | 8774|8756 | 8760|8750 | 8749 | 8737 | 8722 | 8689 | 8657 | 8607 | 8564 | 8704 | 8630 | 8576 | 8513 | 8468 | 8418 | 8395
25 8476|8484 | 8473 | 8484|8483 |8490 | 8480 | 8467 | 8432 | 8393 (8334 | 8280 | 8383 | 8303 | 8246 | 8177 | 8134 | 8081 | 8054
30 8106 | 8124|8119 8140|8146 |8161|8151 |8139|8099 | 8060|7993 |7931|7990 | 7906 | 7846 7774|7730 | 7676|7649
35 7663 | 7693|7692 | 7724|7734 | 7758 | 7750 | 7741 | 7695 | 7654 | 7575 | 7509 | 7526 | 7442 | 7379 | 7302 | 7262 | 7201 | 7174
40 7150 | 7189 | 7195 | 7233|7249 | 7277 | 7271 | 7269 | 7223 | 7175|7087 | 7014 | 6989 | 6904 | 6842 | 6758 | 6715 | 6652 | 6629
45 6562 | 6607 | 6624 | 6668 | 6690 | 6720 | 6717 | 6728 | 6678 | 6622 | 6531 | 6451 | 6374 | 6283 | 6225 | 6137 | 6092 | 6026 | 6011
50 5904 | 5946 | 5971 | 6028 | 6053 | 6087 | 6092 | 6103 | 6056 | 5994 | 5898 | 5818 | 5683 | 5596 | 5530 | 5435 | 5382 | 5317 | 5306
55 5172 | 5229 | 5238 | 5298 | 5333 | 5375 | 5383 | 5396 | 5347 | 5288 | 5179 | 5109 | 4916 | 4826 | 4753 | 4659 | 4596 | 4544 | 4531
60 4352 | 4416 | 4426 | 4497 | 4523 | 4575 | 4572 | 4607 | 4553 | 4509 | 4384 | 4302 | 4053 | 3963 | 3902 | 3817 | 3769 | 3719 | 3687
65 3451 | 3509 | 3537 | 3608 | 3628 | 3692 | 3699 | 3714 | 3663 | 3621 | 3511 | 3417 | 3079 | 3000 | 2991 | 2904 | 2876 | 2808 | 2807
70 2275|2450 | 2549 | 2670 | 2678 | 2764 | 2764 | 2798 | 2722 | 2693 | 2560 | 2334 | 1877 | 1808 | 1869 | 1939 | 1940 | 1829 | 1808
75 1358|1414 | 1442 | 1667|1746 |1776|1753 1797|1772 |1693 (1421|1380 |1097 |1041|1023| 947 | 981 | 960 | 954
80 643 | 697 | 724 | 742 | 819 | 889 | 899 | 903 | 861 | 761 | 726 | 671 | 394 | 365 | 343 | 343 | 322 | 312 | 306
85 168 | 183 | 204 | 232 | 241 | 277 | 286 | 287 | 254 | 243 | 204 | 168 |73.2|73.5|63.6(60.9(58.4|56.3|54.9
90 60.9|61.8(62.5/63.7|64.3|65.5|67.3|67.5|/66.3(64.8|61.5|59.1/38.6(39.0(39.4/39.6(40.4|41.6|41.9
C Range: 0 - 360DEG Range: 0 - 90DEG
C Interval: 15.0DEG Interval: 1.0DEG
Test Speed: HIGH %est System:EVERFINE GO-2000A V1 SYSTEM V2.0.265
Temperature:25.3DEG Humidity:65.0%
Operators: Test Distance:12.000m [K=1.0000]

Test Date:2021-08-04 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

Test:U:227.8V I:0.6610A P:148.5W PF:0.9860 Lamp Flux:30738.3x1 1lm

NAME: LED STREET LIGHT

TYPE :LED

WEIGHT: 2KG

DIM.: 595*340*140MM

SPEC. :150W

SERIAL No.:

MFR. : SUR. :190*240MM PROTECTION ANGLE:
Table--2 UNIT: cd
C (DEG)
y (DEG 285 | 300 | 315 | 330 | 345
0 9084 | 9063 | 9042 | 9026 | 9013
5 8994 | 8978 | 8960 | 8954 | 8947
10 8851 | 8838 | 8826 | 8825 | 8828
15 8644 | 8636 | 8627 | 8637 | 8645
20 8366 | 8363 | 8359 | 8377|8393
25 8025|8024 | 8023 | 8051 | 8077
30 7617|7619 | 7622 | 7661 | 7693
35 7140|7148 | 7158 | 7198 | 7235
40 6600 | 6611 | 6623 | 6668 | 6711
45 5983 | 6001 | 6015 | 6073 | 6120
50 5285|5304 | 5324 | 5393 | 5457
55 4519 | 4529 | 4554 | 4633 | 4721
60 3663|3694 | 3717 | 3805 | 3895
65 2767|2812 | 2817|2914 | 2976
70 1790|1863 | 1905|1903 | 1834
75 942 | 964 | 895 | 996 | 1053
80 303 | 300 | 315 | 351 | 387
85 56.3|58.3/60.5|/64.8|83.7
90 42.7|42.7|41.3]40.7|39.2
C Range: 0 - 360DEG Range: 0 - 90DEG
C Interval: 15.0DEG

Test Speed: HIGH
Temperature:25.3DEG
Operators:
Test Date:2021-08-04

% Interval: 1.0DEG
e

st System:EVERFINE GO-2000A V1 SYSTEM V2.0.265

Humidity:65.0%
Test Distance:12.000m
Remarks:

[K=1.0000]




